This letter and attachments represent Powertech (USA) Inc.’s (Powertech’s) written comments on the Draft Class IlI
lArea Permit for the Dewey-Burdock Project issued for public comment in March 2017. The written comments pertain
to the draft permit, Draft Class Il Area Permit Fact Sheet, Draft Aquifer Exemption Record of Decision and other
supporting documents, including the Draft Cumulative Effects Analysis and Draft Environmental Justice Analysis.
Following are general comments followed by specific technical comments (Tables 1 through 5) and additional
comments included with proposed alternate solutions for several draft permit conditions (Attachments A-1 through A-
10). References are provided as PDF files in Attachment B.

Powertech’s primary concern is that the draft permit would impose a raft of unprecedented and wholly unwarranted
new requirements for an in-situ recovery (ISR) operation that would prove both operationally and financially
burdensome. Yet EPA has offered no sound scientific or factual justification for the imposition of these additional
requirements. Speculation is the only reason that EPA has ever offered for this type of approach. Because these
requirements would be uniquely imposed on Powertech, Dewey-Burdock Project operations would be subjected to a
substantial economic and competitive disadvantage.

As explained in more detail in other portions of Powertech’s comments, some of the unprecedented requirements
that the draft Class Iil area permit would impose on Dewey-Burdock Project operations include:

*conducting post-restoration groundwater monitoring for each wellfield after NRC approval that groundwater
restoration has been successfully completed;

* installing a new down-gradient compliance boundary (DGCB) monitoring well network for each wellfield inside of
that currently required by NRC license requirements;

*collecting core samples prior to operations and testing these in “pass/fail” laboratory column tests, where a single
constituent measured above background concentration would signal a failed test;

*quarterly groundwater sampling from the DGCB monitoring wells to establish initial baseline values before injection
begins in the wellfield;

*additional monitoring and corrective action requirements for an excursion detected in a non-injection interval
monitoring well beyond those reviewed and approved by NRC;

*additional monitoring and corrective action requirements for an “expanding excursion plume”; and

*additional monitoring and corrective action requirements for a “remnant excursion plume”.
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The only justification that EPA has ever offered for considering such requirements has been presented in support of
the Agency’s ongoing but uncompleted rulemaking to impose expansive new requirements in conjunction with setting
health and environmental protection standards under the Uranium Mill Tailings Radiation Control Act of 1978
(UMTRCA). That rulemaking began with publication of a proposed rule on January 26, 2015 (80 Fed. Reg. 4156; Exhibit
007). For reasons that have been amply documented in comments on that proposal, EPA proposed regulatory
requirements that exceeded its statutory authority under UMTRCA and for which it provided no scientific or technical
justifications. In January 2017, EPA discarded the 2015 proposal and published another proposal, 82 Fed. Reg. 7400
(January 19, 2017; Exhibit 025).! In so doing, EPA openly acknowledged the lack of any support for the types of
provisions that now are proposed in the draft Class Il permit: “Focusing on the area of surrounding or adjacent
aquifers, the EPA acknowledges that the Agency does not have sufficient information to document a specific instance
of contamination of a public source of drinking water caused by an ISR.” 82 Fed. Reg. at 7404. Instead of providing any
scientific evidence to support the need for additional regulations, EPA engages in speculation by suggesting that “the
lack of data does not demonstrate that no contamination is occurring, as industry commenters assert, but instead
merely demonstrates the lack of data available to be able to make such a determination, especially here there has
been limited post-restoration monitoring.” 82 Fed. Reg. at 7404. As noted below, this speculation runs contrary to the
conclusions of the NRC based on data amassed by NRC and operators over decades of experience with ISR
technologies. As noted by the Supreme Court of the United States, it is also an unlawful basis for administrative

action: “assumptions are not a proper substitute for the findings of a significant risk of harm required by the Act.”?

Footnote 1: EPA’s initiation of this rulemaking highlights another fatal flaw in the proposed requirements of the Class
[Il permit in that those requirements would impose as immediately effective and mandatory provisions that EPA has
only proposed for public review and comment and has not yet even concluded should be adopted. The January 19,
2017 proposal is open for public comment through July 18, 2017, after which EPA must fully consider and address the
many comments that it will receive in response to that proposal before deciding whether to promulgate any of the
requirements proposed. EPA noted that it “received over 5,380 public comment letters from a wide range of
stakeholders, with comments covering more than 80 different topics” on the previous proposal (82 Fed. Reg. at 7402),
and it is likely to receive a comparable number of comments on its revised proposal. It is highly likely that EPA will
make changes in its proposal before adopting any final rule. Under the circumstances, it would be arbitrary and
capricious to saddle the Dewey-Burdock Project with requirements still in the formative stage, especially as those
requirements would affect the post-restoration phase of the project that will be many years away even when
operations commence.

Footnote 2: Industrial Union Dept., AFL-CIO v. American Petroleum Institute, 448 U.S. 607, 662 (1980) [“IUD v. API”].

In this case, the Safe Drinking Water Act (SDWA) “prevent[s] underground injection which endangers drinking water
sources.”® It does not prevent all underground injection or even all movement of contaminants in fluid moving into
USDWs. The SDWA prevents the movement of “endangering”* contaminants into USDWSs. “Contaminant” is defined in
40 CFR § 144.3 so broadly as to have little meaning without the consideration of endangerment: “Contaminant means
any physical, chemical, biological, or radiological substance or matter in water.” Quite simply, the SDWA cannot be
read to prevent all movement of “contaminants” into USDWs. It is directed only at “endangering” contaminants. This
is very similar to the observations of the Supreme Court: “[Rlequiring the Secretary to make a threshold finding of
significant risk is consistent with the scope of the regulatory power granted to him by § 6(b)(5), which empowers the
Secretary to promulgate standards, not for chemicals and physical agents generally, but for “toxic materials” and
“harmful physical agents.” IUD v. APl at 643-44. The SDWA is likewise directed at “endangering” contaminants.
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Footnote 3: 42 U.S.C. § 300h(b)(1).

Footnote 4: “Endangering” is defined in 42 U.5.C. § 300h(d)(2) and in 40 CFR § 144.12(a).

Consequently, the proposed draft permit is fundamentally flawed because it is based on speculation about potentially
existing but completely unobserved and unproven effects rather than “the best available peer-reviewed science and
economics.” Accordingly, many of the proposed permit conditions would unnecessarily burden the recovery of
uranium essential to the use of nuclear energy in the United States by curtailing and imposing significant costs on the
permitting and operation of uranium ISR projects essential to the utilization of nuclear energy resources. The
imposition of such requirements contravenes the essence of energy and regulatory policies embedded in Executive
Order 13783 “Promoting Energy Independence and Economic Growth” (March 28, 2017); Executive Order 13777
“Enforcing the Regulatory Reform Agenda” (February 24, 2017); and Executive Order 13771 “Reducing Regulation and
Controlling Regulatory Costs” (January 30, 2017).

In addition to proposing unsupported requirements, EPA has encroached into areas already fully addressed by the
license issued by the NRC. As noted throughout Powertech’s comments, these forays would impose requirements that
are not only unnecessary because already addressed by NRC, but also requirements that are in conflict with the NRC
license provisions. Imposing requirements that address the very same issues as addressed by the NRC but in a manner
that is inconsistent and conflicting is no way to be “prudent and financially responsible in the expenditure of funds,
from both public and private sources” as mandated by Executive Order 13771. In order to “manage the costs
associated with the governmental imposition of private expenditures required to comply with Federal regulations,”
EPA needs to base its permit requirements on “transparent processes that employ the best available peer-reviewed
science and economics” instead of relying on speculation to impose unnecessary and conflicting requirements. See
Executive Order 13771; Executive Order 13783.

G-1: As a general matter, there is no evidence of off-site impact to non-exempt groundwater even after decades of
uranium ISR operations in the U.S. There is significant support for this conclusion. First is documentation from the NRC
staff in a 2009 memorandum to the NRC Commission (Exhibit 001 at 2), which found that:

The Staff is unaware of any situation indicating that: (1) the quality of groundwater at a nearby water supply well has
been degraded, (2) the use of a water supply well has been discontinued, or (3) a well has been relocated because of
impacts attributed to an ISR facility.

The same document describes NRC staff’s evaluation of excursions at historically operated ISR facilities and concludes
that no excursion has resulted in environmental impacts:

\With regard to the migration of production liquids toward the surrounding aquifer, each licensee must define and
monitor a set of nonhazardous parameters to identify any unintended movement toward the surrounding aquifer.
Exceedances of those parameters result in an event termed an excursion; excursion events are not necessarily
environmental impacts but just indicators of the unintended movement of production fluids. The data show over 60
events had occurred at the 3 facilities. For most of those events, the licensees were able to control and reverse them
through pumping and extraction at nearby wells. Most excursions were short-lived, although a few of them continued
for several years. None had resulted in environmental impacts.

Second, as noted above, EPA itself acknowledged this in January 2017 (Exhibit 025 at 7404):
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Focusing on the area of surrounding or adjacent aquifers, the EPA acknowledges that the Agency does not have
sufficient information to document a specific instance of contamination of a public source of drinking water caused by
an ISR.

Third is NUREG/CR-6733 (Exhibit 002 at 4-38), which addresses the history of excursions at U.S. ISR facilities and
documents the finding that:

[Tlhere were no reports of extraction fluid excursions being detected in off-site water supplies in any of the
documentation for U.S. uranium ISL sites reviewed for this report.

Fourth is documentation from the Texas Commission on Environmental Quality {Exhibit 003 at 22} that no such
impacts have been documented in Texas:

\With regard to research on the effects of similar mining projects on neighbors, the Executive Director is not aware of a
documented case of off-site groundwater contamination from a Class Il injection well operation in over 30 years of in
situ uranium mining in South Texas. Also, the Executive Director is not aware of any other scientific evidence that in
situ uranium mining in Texas has led to adverse health effects on the public.

Based on extensive research of the NRC ADAMS document server, Wyoming DEQ permitting files, and other publicly
available information sources, Powertech is unaware of any negative impact to a water supply well located off-site
from an ISR operation since these studies were published. Based on the lack of historical impacts at uranium ISR
operations using groundwater protection measures consistent with those required by the NRC for the Dewey-Burdock
Project, the additional monitoring requirements proposed by EPA are unnecessary and financially burdensome.

= =

As noted, the Draft Class Il Area Permit (draft permit) includes many unprecedented requirements that are not
included in Class Il permits for any other ISR facilities within the U.S. These include, but are not limited to, post-
restoration groundwater monitoring requirements, column testing requirements and additional excursion monitoring
and corrective action requirements. Rather than citing any impacts to groundwater quality resulting from historically
or currently operated ISR facilities, none of which have been burdened by these additional requirements, EPA
proposes to add these requirements “in order to demonstrate that no ISR contaminants cross the aquifer exemption
boundary into the surrounding USDWs at a concentration above the baseline water quality limits of the USDW outside
of the aquifer exemption boundary” (page 99-100 of the fact sheet). Given that no evidence is cited supporting the
need for additional requirements for the Dewey-Burdock Project compared to other ISR facilities, the groundwater
restoration and excursion monitoring requirements imposed by NRC after reviewing Powertech’s NRC license
application for 5 years are sufficient to ensure that there will be no measurable impacts to groundwater quality
outside of the exempted aquifer that would impact the usability of the non-exempt waters. This is demonstrated by
the examples listed in the previous comment.
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The unprecedented requirements included in the draft permit are a significant departure from previous EPA Region 8,
Underground Injection Control (UIC) Program reviews and approvals for ISR aquifer exemptions in adjacent Wyoming.
The Dewey-Burdock Project is in a similar hydrogeologic setting to Wyoming ISR projects and borders the
\Wyoming/South Dakota state line. EPA’s role in Wyoming is to approve UIC program revisions designating exempted
aquifers after Wyoming DEQ has reclassified the aquifer and submitted a program revision to EPA Region 8. In support
of the reclassification and designation of the mining aquifer, permittees are required to assemble information that
includes: hydrogeologic data (subsurface depths, vertical confinement, thickness, area to be exempted, water quality
analysis, etc.) and, more importantly, aquifer protection measures including: mineralogy, geochemistry, wellfield
description and groundwater monitoring plan (Exhibit 004 at PDF pages 156-161). Aquifer protection measures as part
of the groundwater monitoring plan are consistent across Wyoming operations. The EPA Region 8 UIC Program
reviews the program revisions from Wyoming DEQ and supporting documents and, in all cases, has approved them as
non-substantial program revisions without conditions or stipulations (Exhibit 005).

This is illustrated in the record of decision issued by the EPA Region 8 UIC Program for the Jane Dough Amendment to
the Nichols Ranch ISR Project (Exhibit 006). The program revision approval notes that it “applies to the location and
the injection activities described herein.” Further, it acknowledges that “WDEQ has also demonstrated that fluids
injected or mobilized will remain within the [designated] aquifer exemption boundary” (Exhibit 006 at 3).

Powertech’s groundwater protection measures approved in its NRC license are virtually identical to those approved in
adjacent Wyoming operations and were reviewed by the very same group at EPA Region 8 with far different
outcomes. Powertech’s draft permit includes extraordinary conditions and technically infeasible stipulations, none of

hich were imposed by EPA Region 8 on other ISR projects during the approval process. These other ISR projects
include: Lost Creek ISR Project, Nichols Ranch ISR Project (including the recent Jane Dough amendment), Ross ISR
Project and the Reno Creek ISR Project, all of which were reviewed and approved in the same general timeframe as
the Dewey-Burdock draft permit was developed by EPA. This arbitrary lack of consistency within EPA Region 8 and,
more importantly, within the UIC Program at EPA Region 8 is unjustified given that there have been no changes to
the regulations or associated guidance from EPA during this period and the technical attributes (excursion monitoring,
groundwater restoration, etc.) of the Wyoming ISR Projects and the Dewey-Burdock Project are virtually identical. The
draft permit is an unveiled attempt to take an arbitrary approach and drastically change the way the ISR industry is
regulated far in advance of the proposed rule changes, giving Wyoming ISR operators a clear business advantage over
a similar project located just across the state border in South Dakota.

G-4

EPA considers contaminants to include “any physical, chemical, biological, or radiological substance or matter in
water” regardless of whether the contaminant has the potential to impact human health or the environment (fact
sheet page 104). Powertech disagrees with EPA’s definition of what would constitute a violation of UIC regulations on
the basis of 40 CFR 144.12(a), which states (emphasis added):

No owner or operator shall construct, operate, maintain, convert, plug, abandon, or conduct any other injection
activity in a manner that allows the movement of fluid containing any contaminant into underground sources of
drinking water, if the presence of that contaminant may cause a violation of any primary drinking water regulation
under 40 CFR part 142 or may otherwise adversely affect the health of persons. The applicant for a permit shall have
the burden of showing that the requirements of this paragraph are met.
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This regulation is consistent with the purpose of the Safe Drinking Water Act (SDWA) and the UIC program, which is to
protect USDWSs. Imposing permit conditions to verify that non-hazardous parameters such as calcium, which does not
have the potential to violate a drinking water regulation or otherwise affect the health of persons, do not cross the
aquifer exemption boundary would not provide any added protection for USDWs. Additionally, the presence of a
contaminant regulated under 40 CFR part 142 at a concentration below the federal maximum contaminant level (MCL)
would not have the potential to adversely affect human health. This is exactly why the MCLs were established.

EPA’s statement in the fact sheet for the draft permit that “UIC regulations at 40 CFR § 144.12(b) prohibits movement
of any contaminant into an underground source of drinking water” is incorrect. The non-endangerment standard of
the SDWA prohibits fluid movement from injection only insofar as it would cause a failure of a public water system to
comply with health-based limits for contaminants.” Moreover, the meaning of this requirement is plain on the face of
the statutory provision and requires no further interpretation.

Footnote 5: Miami-Dade County v. U.S. E.P.A,, 529 F.3d 1049, 1064 (11th Cir. 2008): “despite this evidence that the
statutory language was intended for liberal construction, no mention is made of a blanket no-fluid-movement
standard.

The fluid movement prohibition applicable to the UIC program is set forth in the SDWA, which directs EPA to establish
“minimum requirements for effective programs to prevent underground injection which endangers drinking water
sources within the meaning of subsection (d)(2) [of this section].” See 42 U.S.C. § 300h(a)(1) and (b)(1). Under the UIC
program, underground injection is prohibited unless authorized by a permit or by rule. 42 U.S.C. § 300h(b)(1)(A). To
obtain an underground injection permit, applicants “must satisfy the State that the underground injection will not
endanger drinking water sources.” 42 U.S.C. § 300h(b)(1)(B). The applicable standard for “non-endangerment” is
spelled out in subsection (d)(2):

Underground injection endangers drinking water sources if such injection may result in the presence in underground
water which supplies or can reasonably be expected to supply any public water system of any contaminant, and if the
presence of such contaminant may result in such system’s not complying with any national primary drinking water
regulation or may otherwise adversely affect the health of persons.

EPA’s regulations establish the general fluid movement limitation in 40 CFR §§ 144.12(a) and 144.1(g), which closely
track the language of the statute:

No owner or operator shall construct, operate, maintain, convert, plug, abandon, or conduct any other injection
activity in a manner that allows the movement of fluid containing any contaminant into underground sources of
drinking water, if the presence of that contaminant may cause a violation of any primary drinking water regulation
under 40 CFR part 142 or may otherwise adversely affect the health of persons.

40 CFR § 144.12(a) (emphasis added).

In carrying out the mandate of the SDWA, this subpart provides that no injection shall be authorized by permit or rule
if it results in the movement of fluid containing any contaminant into underground sources of drinking Water (USDWs -
see § 144.3 for definition), if the presence of that contaminant may cause a violation of any primary drinking water
regulation under 40 CFR part 141 or may adversely affect the health of persons (§ 144.12).

40 CFR § 144.1(g) (emphasis added).
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These provisions adopt the statutory non-endangerment standard into the regulations. They clearly condition the
prohibition of fluid movement on the potential to cause endangerment of an underground source of drinking water.®
All other provisions in the UIC regulations must be read in light of this overarching standard that defines what fluid
movement is prohibited.

Footnote 6: EPA Region IV’s Regional Counsel acknowledged this very limitation in a memorandum clarifying the
interaction of the UIC and RCRA regulations. Specifically, the Region stated:

Due to the conformance of the subsection (a) language with the statutory language, it may be summarized that the
rule of § 144.12(a) is violated if injected material may enter either a present or potential underground source of
drinking water USDW, and if, after such entry, it may pose a threat to human health or render the water source unfit
for human consumption.

See EPA Region IV, Memorandum of Law from Jay Sargent, Regional Counsel, to Paul J. Trainer, Director, Water
Management Division, “Response for Clarification of UIC Regulations and Their Interaction with RCRA Regulations,” at
3-4, November 29, 1984. (“Region IV Memorandum”).

The regulatory history of the “non-endangerment” standard shows that EPA never decided to impose an absolute
prohibition on fluid movement. When EPA proposed its implementing regulations, the Agency decided to try to spell
out a definition in the regulations “to clarify what is meant by ‘endangerment.”” 41 Fed. Reg. 36730, 36731 (August 31,
1976). In so doing, the Agency provided its interpretation of the statutory non-endangerment standard. EPA stated
that “[iln the case of existing system using an underground water source, the logical meaning of this provision is that
contamination endangers drinking water if it requires the use of new or additional treatment by the [public water]
system to meet a national primary drinking water regulation or otherwise to prevent a health risk.” 41 Fed. Reg. at
36733. Similarly, EPA concluded that “[i]n the case of a potential source of underground water which will require
treatment if it is used in the future, degradation may make further treatment necessary or may make the water
unsuitable for use as drinking water.” Id. For contaminants other than those covered by national drinking water
regulations, EPA concluded that the question of endangerment remained focused on how the presence of such
contaminants in the potential water source would affect the ability of the water to be used as drinking water following
whatever treatment would have been necessary absent consideration of that contaminant. Thus, endangerment
would occur if the contamination would render the water unfit for use as drinking water or if, for a chemical not
covered or likely to be covered by drinking water regulations, “the contamination of an underground drinking water
source by that chemical could adversely affect the health of persons who obtain the drinking water from that source.”
Id. Although EPA ultimately chose to allow the statutory definition of “endangerment” to speak for itself without
further definition in the UIC regulations, EPA did not repudiate its own interpretation of what is required by the
statutory non-endangerment standard.”

Footnote 7: Indeed, the Region IV Memorandum confirms that EPA continued to adhere to this interpretation after
the final UIC regulations were promulgated in 1982.

After receiving public comment on its 1976 proposal, the Agency decided to change course, concluding that “its
proposed definition was unduly vague and confusing.” 44 Fed. Reg. 23740 (April 20, 1979). EPA “decided that since
‘endangerment’ is defined in the Act, it need not be redefined in these regulations.” 44 Fed. Reg. 23753 (April 20,
1979). Thus, the only definition of “endangerment” is the statutory definition quoted above.

Instead of writing a new definition of “endangerment” in its UIC regulations, EPA developed “an operational test.” Id.
But this test was not intended to change the standard:
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EPA still intends to accomplish the statutory goal of ‘preventing endangerment to underground sources of drinking
water’ — no change in this regard is contemplated. Rather our intention has been to fashion a test of ‘endangerment’
that is workable and reduces uncertainty.

44 Fed. Reg. 23740 (April 20, 1979). EPA described the proposed test as follows:

The test in these reproposed regulations is whether injection operations will cause the migration of injected or
formation fluids into an underground source of drinking water. If injection into a well can cause such migration, the
owner/operator must take appropriate action to eliminate the fluid migration. *

EPA explained that this “/no migration’ standard was applicable to wells in Classes I-llI, which were to achieve it
through the use of sound engineering practices.” 45 Fed. Reg. 42476 (June 24, 1980). “The technical requirements of
Part 146 are designed to insure that such movement will not occur.” 45 Fed. Reg. 33436 (May 19, 1980).

The standard was spelled out in 40 CFR § 122.34(a) (the predecessor to section 144.12(a)):

(a) No UIC authorization by permit or rule shall be allowed in the following circumstances:
(1) Where a Class |, lI, or Il well causes or allows movement of fluid into underground sources of drinking water.

EPA later called this standard “a blanket prohibition ... against movement of fluid into underground sources of
drinking water for Class |, ll, or lll wells.” 46 Fed. Reg. 48246 (October 1, 1981).

If this had been the end of the rulemaking process, there might have been more support for EPA’s assertion in the fact
sheet. But this was not the end of the rulemaking process, and that is not what EPA’s UIC regulations now prescribe as
the fluid movement limitation applicable to Class Il wells.

In response to petitions for judicial review of the final UIC regulations, EPA revised the regulations on February 3, 1982
(47 Fed. Reg. 4996-97) to eliminate the blanket “no migration” prohibition. EPA chose, instead, to adopt the present
wording that is anchored in the statutory standard for assuring that underground injection will not “endanger”
drinking water sources:

In carrying out the mandate of the SDWA, this subpart provides that no injection shall be authorized by permit or rule
if it results in the movement of fluid containing any contaminant into Underground Sources of Drinking Water (USDWs
— see § 144.3 for definition), if the presence of that contaminant may cause a violation of any primary drinking water
regulation under 40 CFR part 141 or may adversely affect the health of persons (§ 144.12).

40 CFR § 144.1(g) (originally promulgated as § 122.31(d)) (emphasis added). This fluid movement standard is founded
on the statutory SDWA “non-endangerment” standard. Accordingly, EPA lacks legal authority to impose a more
stringent prohibition on fluid movement than is contained in the SDWA and its own regulations.
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Finally, the courts have rejected any notion of prohibiting insignificant risks, such as the movement of innocuous
contaminants. As already explained, the Supreme Court has concluded the necessity of determining before taking
administrative action “that it is reasonably necessary and appropriate to remedy a significant risk of material health
impairment.” [UD v. APl at 639. Similarly, the U.S. Court of Appeals for the District of Columbia Circuit has said
“something is “unsafe” only when it threatens humans with “a significant risk of harm.” Natural Resources Defense
Council, Inc. v. USEPA, 824 F.2d 1146, 1153 (D.C. Cir. 1987). Drawing on the analysis in that case, the action proposed
here, which clearly is directed at prohibiting the movement of all contaminants from an exempted portion of an
aquifer into a USDW is unwarranted because EPA “has made no finding with respect to the effect of the [potential
movement of contaminants] on health.” 824 F.2d at 1163. Here “endangerment” is clearly defined in terms of health.
That means EPA “should consider differences in degrees of significance rather than simply a total elimination of all
risks.” IUD v. APl at 643, n.48. An absolute fluid movement prohibition, by contrast, is aimed at the elimination of all
risks rather than those found to be endangering and is therefore unsupportable.

Moreover, 40 CFR § 144.12(b) by its terms indicates that additional corrective action, operation, monitoring, or
reporting may be imposed only if monitoring within the USDW indicates the movement of a contaminant into the
USDW. All of the proposed additional monitoring requirements would occur within the exempted aquifer, which
would be permanently removed from classification as a USDW. Additional monitoring requirements are not
warranted unless an impact is documented in an adjacent non-exempted USDW.

. . . >

The proposed additional permit requirements are not based on any final rulemaking, which would be the appropriate
venue to change the way that the U.S. ISR industry is regulated. Since EPA does not cite any site-specific concerns with
the Dewey-Burdock Project as the basis for the proposed additional permit requirements, Powertech must conclude
that EPA has determined that these additional monitoring requirements are appropriate for the ISR industry
generally. To promulgate additional permit requirements without a federal rulemaking contravenes the purpose of
federal regulation. As noted above, there are many aspects of the previously proposed but discarded 40 CFR part 192
rulemaking that are now proposed as draft permit conditions despite the fact that the rulemaking was discarded.
Some of these are summarized in Table G-1.

Table G-1: Proposed Permit Requirements Apparently Stemming from Previously Proposed but Discarded 40 CFR Part
192 Rulemaking
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Proposed Requirement Draft PermitSection 40 CFR Part 192 Section [Exhibit 007)
Post-restoration groundwater Part I¥,5ec. E 515253 (p. 4187, which would have
monitoring for &t least 30 years under required post-restoration monitoring far
natural grounchwater gradient! 30 years, or & |least 3 years with gecchemical
modeling
Geochemical modeling if column Part IV, 5ec. DLle § 152530 liii) ip. 4187), which would have
testing does not conclusively allowed post-restoration groundwater
demonstrate attenuation of all monitoring duration to be shorened based on
contaminants geochemical modeling using site-specific data
Wonitoring for an extensivelist of Part I¥, Sec, C.3f 515233(b12) (p 41886), which would have
pararneters inthe event that an Part |X, Sec, C4, ki required immediate sampling of all Tahle 1
excursion is confirmed constituents if an excursion is detected
Cuarterly pre-operational baseline Part IV, 5ec. 1 515233(a)(4) (p. 4186), which would have
sarmpling for down-gradient Part IX,Sec. B.3 required at least one year of pre-operation al
compliance boundary monitoring badkground monitoring for all monitoring wells
well s
Motes

1 Refer to Attachment A-3, which shows that the minirmum time required for groundwater to reach dowre-gradient compliance

boundary monitaring wells installed 200 feet from the wellfield would be 33 vears,

The NRC staff prepared the Supplemental Environmental Impact Statement (SEIS) for the Dewey-Burdock Project,
which evaluated potential impacts to groundwater outside of the exempted aquifer (Exhibit 008). As noted on page 5
of the Draft Cumulative Effects Analysis, EPA reviewed the draft and final NRC SEIS. However, at no time did EPA
comment that the groundwater protection measures required by NRC were insufficient to protect groundwater
outside of the exempted aquifer. EPA offers no evidence that impacts have occurred at other ISR facilities as a basis
for the proposed post-restoration groundwater monitoring, column testing and additional excursion monitoring and
corrective action requirements. Accordingly, those proposed conditions are wholly unsupported and should be
deleted.

o

-7

Powertech submitted the Class Il permit application in December 2008, which means that EPA took more than 8 years
to develop the draft permit. However, Powertech was never informed of the proposed permit conditions that extend
significantly beyond — and are inconsistent with — NRC license requirements, including, but not limited to, post-
restoration groundwater monitoring, column testing and additional excursion monitoring and corrective action
requirements. Had Powertech had the opportunity to comment on a preliminary draft permit or otherwise discuss the
draft conditions with EPA, it would have been possible to avoid some technical pitfalls in the proposed permit
conditions. For example, the proposal to conduct post-restoration groundwater monitoring until after the arrival of a
tracer injected at the upgradient edge of the wellfield would involve 400 to 800 years of monitoring under natural
groundwater flow conditions. Clearly such a condition is not a practical means of demonstrating a lack of negative
impact to down-gradient USDWs.

he draft permit contains inconsistent conditions that overlap with NRC license requirements. Some examples
include:
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1) Excursion monitoring during ISR operations (Part IX, Section C.1)

2) Excursion monitoring during groundwater restoration (Part IX, Section C.2)

3) Corrective actions during a confirmed excursion event (Part IX, Section C.3)

4) Annual monitoring of domestic wells within the Area of Review (Part IX, Section B.5.a)

5) Quarterly sampling of stock wells within the permit area (Part IX, Section B.4.b)

6) Quarterly monitoring of additional monitoring wells located upgradient and down-gradient of the ISR wellfields in
accordance with NRC regulatory guidance (Part IX, Section B.4.c)

By specifying the monitoring well locations, sampling frequency and parameters for all of these overlapping
monitoring requirements, Powertech will have to modify both the NRC license and Class lil Area Permitifa
monitoring location changes (e.g., if a new domestic well is drilled near the permit area). EPA also proposes to
significantly alter the parameter list for most groundwater samples, which would lead to confusion for Powertech and
regulators in having to submit samples to a laboratory for two different analyte lists.

EPA does not have the authority for proposing duplicative and in many cases expansive requirements for areas
already regulated by NRC (especially excursion monitoring within the exempted aquifer).

Congress amended the Atomic Energy Act of 1954 (AEA) with the Uranium Mill Tailings Radiation Control Act
(UMTRCA) in 1978 to specifically address a new class of AEA materials known as 11e.(2) byproduct material. As
mandated by Congress, EPA was granted limited and indirect regulatory authority to propose generally applicable
standards that would serve as the starting point for the NRC to promulgate regulations that would address such
byproduct material and the process known as "uranium milling."” NRC and not EPA was granted direct regulatory
authority over this to implement and enforce appropriate regulations consistent with EPA's generally applicable
standards. However, while EPA was allowed to promulgate such standards, it has no authority to create the applicable
regulations, to impose requirements on NRC's licensees or to enforce NRC license requirements on such licensees.

Pursuant to Section 275 of the AEA, Congress assigned EPA the authority to promulgate generally applicable standards
for the protection of public health and safety and the environment from the potential radiological and non-
radiological hazards associated with the possession, transfer, and disposal of 11e.(2) byproduct material. 42 U.S.C. §
2022(b). For the non-radiological hazards associated with 11e.(2) byproduct material, these generally applicable
standards are to provide equivalent protection to that provided by EPA’s RCRA standards for such non-radiological
hazardous materials. See 40 CFR § 264 et seq. As a result, 11e.(2) byproduct material is specifically exempted from
EPA regulation under RCRA and permitting authority over such material is deliberately withheld from EPA. See 40 CFR
§ 261.4.
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More specifically, Section 275(d) of the AEA provides that "[iimplementation and enforcement of the standards
promulgated [by EPA] pursuant to subsection (b) of this section shall be the responsibility of the Commission in the
conduct of its licensing activities under this Act." In addition, Congress expanded NRC’s regulatory authority under
Section 84 of the AEA to develop its own requirements for the management of 11e.(2) byproduct material.
Specifically, Section 84(a) of the AEA directs NRC to ensure that any 11e.(2) byproduct material is managed in a
manner:

(i) that the Commission deems appropriate to protect health, safety, and the environment from the potential
radiological and non-radiological hazards associated with such materials;

(ii) that conforms with the generally applicable standards developed by EPA; and

(iii) that conforms with the general requirements established by NRC, comparable to standards applicable to similar
hazardous materials regulated under the Solid Waste Disposal Act [42 U.S.C. § 6901 et seq.].

By way of example, NRC's 10 CFR Part 40, Appendix A, Criterion 5 incorporates the basic groundwater protection
standards as promulgated by EPA in 40 CFR Part 192, Subparts D & E, which, as noted above, incorporate RCRA
standards in 40 CFR Part 264 et seq., and which apply both during operations and to final closure. The primary
standard in Criterion 5 focuses on the type of liner necessary to protect groundwater during the management of
uranium or thorium mill tailings. Additionally, a secondary groundwater standard is provided requiring that hazardous
constituents entering groundwater must not exceed concentration limits in the "uppermost aquifer beyond the point
of compliance during the compliance period."” Criterion 5 prescribes a specific course of action for implementing
primary and secondary groundwater standards, which include provisions for alternate concentration limits (ACLs), the
classification of hazardous constituents and whether they may be exempted from the regulation. But, EPA is not
allowed to prescribe the requirements for obtaining an ACL from NRC and has so conceded that point on multiple
occasions.

\With respect to ISR operations such as the Dewey-Burdock Project, in the 1980s, the Commission determined that the
active operational portion of such an operation constitutes "uranium milling" and therefore falls under the provisions
of UMTRCA. Later, in 2000, the Commission determined that restoration fluids from ISR operations are 11e.(2)
byproduct material as well as determining that it had exclusive, preemptive federal jurisdiction under the
IAEA/UMTRCA over both the radiclogical and non-radiological aspects of 11e.(2) byproduct material and, thus by
definition, "uranium milling." As a result of these decisions, the Commission later determined that Appendix A
Criteria, including Criterion 5 groundwater corrective action requirements, are to be applied to ISR wellfields as a
matter of law, despite the fact that ISR licenses up to that point included license conditions mandating groundwater
restoration in such wellfields. As a result of this determination, which has never been challenged by EPA or any other
entity, the Commission fully regulates all aspects of ISR operations, including but not limited to groundwater
restoration.
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Interestingly enough, EPA’s SDWA UIC regulations do not require post-operation groundwater restoration for
exempted aquifers, because such exempted aquifers will not be used as a drinking water source at any time before,
during or after ISR operations are complete. In some cases, states such as Wyoming, Texas and Nebraska through their
"primacy"” UIC programs have created regulations for groundwater restoration of depleted underground ISR ore
bodies to specified standards, including class-of-use. While EPA does not require restoration, the agency’s UIC
regulations do prohibit the injection of fluids that result in the migration of such fluids to adjacent, non-exempt
USDWs, if such migration may cause a violation of any primary drinking water regulation or may adversely affect the
health of persons, and do require corrective action/remediation for contamination of adjacent, non-exempt aquifers
in accordance with the purpose of the SDWA and the UIC program, which is to protect USDWSs. See 40 CFR §§ 144.55
and 146.7.

It is completely unnecessary for EPA to impose duplicative regulatory requirements on ISR projects, especially where
the Commission already imposes detailed wellfield monitoring programs that specifically prohibit the migration of
production or restoration fluids outside of the perimeter monitoring well ring, which is designed to serve as an early
warning system for such potential migration. Powertech is required by Commission regulation to submit detailed
wellfield packages to NRC for review and in some cases either written verification or specific approval, which include
the proposed monitoring program and commitments to immediately engage in corrective action if identified
constituents are found at a perimeter monitoring well. Further, after termination of active operations, groundwater
restoration must be conducted in accordance with Criterion 5 requirements, which are Commission-approved
background or an MCL, whichever is higher, or an ACL as determined by the Commission using an exhaustive list of
approximately 13 separate requirements. Also, an ACL will not be granted by the Commission unless it is determined
to be adequately protective of public health and safety, is demonstrated to show that there are no steadily increasing
trends of constituents of concern that may indicate the potential for future excursions to adjacent, non-exempt
aquifers, and that the Commission’s as low as reasonably achievable (ALARA) standard has been met. In accordance
with the ACL requirements, Powertech must demonstrate that the ACL value and the geochemistry in the depleted
ore body and down-gradient areas will be adequately protective of human health and the environment at the point of
exposure (POE), which is the aquifer exemption boundary (Exhibit 009 at 13).

Based on the success with this regulatory program, the Commission directed NRC staff to conduct a study of its
licensed ISR projects, past and present, to determine if there has ever been migration of ISR ore body fluids to
adjacent, non-exempt aquifers. As described in comment #G-1, in 2009, NRC staff completed its inquiry and reported
that no such migrations had ever taken place. Therefore, EPA’s imposition of otherwise duplicative and, in many cases,
onerous requirements on Powertech for groundwater monitoring and corrective action in the face of NRC's regulatory
program is improper.

Regarding the proposed post-restoration monitoring and column testing requirements, EPA does not appear to have
considered the ACL approval process required under NRC regulation and license condition for any constituents
exceeding the baseline concentration or an MCL after groundwater restoration. In order to approve an ACL application
through a formal license amendment process, NRC must determine that there will be no migration of recovery
solutions outside of the aquifer exemption boundary. Additional information is found in Attachment A-3. In light of
the groundwater quality standards in 10 CFR Part 40, Appendix A, Criteria 5B(5) and 5B(6), there is no need or
technical justification for additional post-restoration monitoring and column testing, which would create an
unjustified economic burden.
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G-11

EPA acknowledges the effectiveness of the excursion monitoring system that will be conducted under NRC license
requirements on page 116 of the fact sheet:

The monitoring well detection system described in Section 12.5 is a proven method used at historically and currently
operating facilities.

In spite of this acknowledgement, EPA proposes significant revisions to the excursion monitoring program such as
monitoring for a potential “expanding excursion plume” and a “remnant excursion plume,” neither of which has been
documented in the fact sheet to have occurred at a historically operated ISR facility.

-12
Powertech is unaware of any Class Il permits for uranium ISR operations in the U.S. for which similar conditions have
been imposed for post-restoration groundwater monitoring, column testing and additional excursion monitoring and
corrective action requirements. This includes Class Il permits issued by the State of Wyoming within the last 10 years
for the Lost Creek ISR Project, Ross ISR Project, North Butte ISR Project, Nichols Ranch ISR Project, Moore Ranch ISR
Project and Reno Creek ISR Project. It also includes Class Il permits issued or amended in 2017 for the Nichols Ranch
ISR Project (Jane Dough Amendment) and Burke Hollow ISR Project in Texas.

o

-13

It is noted that some historical and recent ISR projects (e.g., the Cameco Resources Crow Butte ISR Project and the
UEC Burke Hollow ISR Project) received aquifer exemptions for the majority of the permit area. Powertech originally
proposed an aquifer exemption boundary at a reasonable distance from the ISR wellfields (1,600 feet from the
injection and production wells), which was consistent with WDEQ, Land Quality Division Chapter 11 regulations. This
would have provided an operational buffer for adjusting wellfield boundaries based on delineation drilling and for
ensuring that ISR solutions remain within the exempted aquifer. At EPA’s request, Powertech revised the proposed
aquifer exemption boundary to only include a very narrow buffer area extending 120 feet from the perimeter
monitoring well ring for the proposed wellfields. Many of the proposed requirements in the draft permit, such as
installing additional down-gradient compliance boundary monitoring wells if a statistically significant increase is
observed during post-restoration groundwater monitoring, would fit within a larger aquifer exemption buffer area.
However, these requirements are poorly suited to the relatively small area currently proposed. When Powertech
proposed the 120-foot offset distance at EPA’s request, it was unaware of the proposed permit conditions that would
make this narrow buffer area operationally challenging. Accordingly, EPA should approve the %-mile buffer in the
designation of the exempted aquifer if the proposed permit conditions are imposed, as described in Attachment A-10.

o
-
3

Despite citing no evidence that any impacts outside of the exempted aquifer have ever occurred at a domestic ISR
facility and no evidence that there are site-specific conditions at the Dewey-Burdock Project that warrant additional
monitoring and corrective actions, the draft permit would impose millions of dollars in additional well installation,
monitoring, column testing, laboratory analysis and other costs such as maintaining lease agreements with affected
landowners for decades or even hundreds of years and maintaining financial responsibility for virtually the entire
project for this same duration. This is illustrated in Table G-2, which provides an estimated cost for the additional
proposed requirements beyond current NRC license requirements.
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Table G-2. itemized Life-of-Mine Cost Estimate for Proposed Permit Requirements beyond NRC License Requirements

ftem Life- of-Mine Cost Estimate
Grouncwater Monitoring — Laboratory Analysis? $13,102,600
Groundwater Monitoring —Sample Collection $3565,900
DGECE Monitoring Well Installation 54,328,500
DECE Monitoring Well Red amation 5507400
Core Collection and5Storage 5224 000
Core Leach Testing §571,600
Geochemical Modeling & 2,800,000
Contingency at 2084 55,019,600
Total Life-of-Mine Cost? 530,117,600
Notes:

" Includes DGCB monitoring wells plus additional laboratory analysis costs for analyzing non-injection interval
monitoring wells, nearby domestic wells, operational monitoring wells, and other water samples for the Table 8 list of
parameters rather than the NRC-approved list of parameters in Table 6.1-1 of the approved NRC license application.

* Uses a very conservative assumption of 6 years of post-restoration groundwater monitoring for each wellfield,
assuming pumping of DGCB monitoring wells and then monitoring for two 2-year periods after arrival of the tracers
injected at the down-gradient and upgradient wellfield boundary. Does not include added cost for maintaining
financial responsibility and maintaining lease agreements for several additional years.

The cost estimate is based on well estimates and unit cost estimates from the most recent economic study of the
project: NI 43-101 Technical Report, Preliminary Economic Assessment, Dewey-Burdock Uranium ISR Project, April
2015 (Exhibit 026). The estimate uses a very conservative assumption of 6 years of post-restoration groundwater
monitoring, assuming pumping of DGCB monitoring wells and then monitoring for two 2-year periods after arrival of
the tracers injected at the down-gradient and upgradient wellfield boundary. As described in Attachment A-3, the
duration of post-restoration groundwater monitoring under natural groundwater flow conditions could be hundreds
of years, which would have an exponential impact on this cost estimate.
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The Draft Cumulative Effects Analysis extends well beyond EPA’s regulatory requirement under 40 CFR § 144.33(c)(3).
That requirement allows authorization for multiple injection wells under an area permit provided that “[t]he
cumulative effects of drilling and operation of additional injection wells are considered by the Director during
evaluation of the area permit application and are acceptable to the Director” (emphasis added). Many aspects of the
Draft Cumulative Effects Analysis do not relate to drilling and operation of the Class il or V injection wells, including:
potential groundwater consumption and drawdown, which are only related to production wells and Madison water
supply wells (Sections 3.1 and 3.2), potential effects of storage ponds on groundwater quality (Section 3.3.4), potential
impacts from spills and leaks other than those from injection wells (Sections 3.3.5, 5.0 and 5.7), diversion channels
around ponds and facilities (Section 4.2.3), potential impacts from land application for treated wastewater (Sections
4.7.2 and 7.3), potential pipeline leaks (Section 5.1), potential header house leaks (Section 5.2.1), potential processing
facility leaks (Section 5.3), potential transportation accidents (Section 5.5), potential pond leaks (Section 5.6), potential
land use impacts other than those related to injection wells (Section 6.0), potential radiological impacts (Section 9.0},
potential air quality impacts other than those related to construction and operation of Class lll and V injection wells
(Section 10.0), potential climate change impacts other than those related to construction and operation of Class 1l and
V injection wells (Section 11.0), potential transportation impacts (Section 12.0), potential impacts from accidents
(Section 13.0) and potential impacts from waste management (Section 15.0). Such a cumulative effects analysis is not
provided for under UIC regulations and should not be included in the draft permit documents.

The Draft Cumulative Effects Analysis extends well beyond EPA’s regulatory requirement under 40 CFR § 144.33(c)(3).
That requirement allows authorization for multiple injection wells under an area permit provided that “[t]he
cumulative effects of drilling and operation of additional injection wells are considered by the Director during
evaluation of the area permit application and are acceptable to the Director” (emphasis added). Many aspects of the
Draft Cumulative Effects Analysis do not relate to drilling and operation of the Class il or V injection wells, including:
potential groundwater consumption and drawdown, which are only related to production wells and Madison water
supply wells (Sections 3.1 and 3.2), potential effects of storage ponds on groundwater quality (Section 3.3.4), potential
impacts from spills and leaks other than those from injection wells (Sections 3.3.5, 5.0 and 5.7), diversion channels
around ponds and facilities (Section 4.2.3), potential impacts from land application for treated wastewater (Sections
4.7.2 and 7.3), potential pipeline leaks (Section 5.1), potential header house leaks (Section 5.2.1), potential processing
facility leaks (Section 5.3), potential transportation accidents (Section 5.5), potential pond leaks (Section 5.6), potential
land use impacts other than those related to injection wells (Section 6.0), potential radiological impacts (Section 9.0},
potential air quality impacts other than those related to construction and operation of Class lll and V injection wells
(Section 10.0), potential climate change impacts other than those related to construction and operation of Class 1l and
V injection wells (Section 11.0), potential transportation impacts (Section 12.0), potential impacts from accidents
(Section 13.0) and potential impacts from waste management (Section 15.0). Such a cumulative effects analysis is not
provided for under UIC regulations and should not be included in the draft permit documents.
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Powertech is frustrated by the amount of time that it has taken EPA to review the draft permit applications and
requests that EPA expedite efforts moving forward to the extent possible. Powertech submitted the Class Il UIC
permit application in December 2008, and it was determined to be administratively complete in February 2009, more
than 8 years ago. Powertech updated the application in July 2012 to be consistent with the updated NRC license
application, and in February 2014 EPA indicated that it intended to announce its draft permit decisions in April 2014.
Contrary to this statement and without issuing any more substantive comments to Powertech, it took another 3 years
to issue the draft permit. Similarly, the Class V permit application was submitted in March 2010 and the draft permit
was not issued until 7 years later. The amount of time taken by the EPA to review the permit applications has also
caused undue financial burden to the Company. Going forward, Powertech requests that EPA take steps necessary and
bring resources to bear to facilitate a more timely process of review of this application.

In conclusion, Powertech’s primary concern is that the draft permit would impose a raft of unprecedented and wholly
unwarranted new requirements for an ISR operation that would prove both operationally and financially burdensome.
EPA has offered no sound scientific or factual justification for the imposition of these additional requirements. Many
of the requirements are also untested and technically infeasible. Because these requirements would be uniquely
imposed on Powertech, Dewey-Burdock operations would be subjected to a substantial economic and competitive
disadvantage. In an effort to facilitate a constructive working relationship, Powertech has presented alternatives for
certain permit conditions (Attachments A-1 through A-10). Although these alternatives include added monitoring,
geochemical modeling, and corrective action provisions beyond those required by NRC and which would significantly
add to the project cost, they would provide EPA with the necessary assurance that there is no endangerment to
adjacent, non-exempt aquifers from the Dewey-Burdock Project.

Powertech appreciates the opportunity to provide these comments and would be happy to discuss them with EPA. We
request that EPA give these comments full consideration and produce a revised permit that reflects the current
regulations, technical situation and past permits, and we request that this be done within a reasonable time frame.

able 1. Class lll Draft Area Permit Specific Comments and Recommended Permit Language Revisions
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Ex. 5 Deliberative Process (DP)
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Exhibit 007
Exhibit 025
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Exhibit 001 at 2

Exhibit 025 at 7404
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followed by...in the same paragraph: The Agency remains
concerned, however, that the available data may not be
capturing some instances of contamination that this proposed
rule seeks to prevent. In other words, the Agency remains
concerned that the lack of data does not demonstrate that no
contamination is occurring, as industry commenters assert, but
instead merely demonstrates the lack of data available to be
able to make such a determination, especially where there has
been limited post-restoration monitoring. The monitoring
requirements in this proposal address the issue of lack of data.

Exhibit 002 at 4-38

Exhibit 003 at 22

Ex. 5 Deliberative Process (DP)
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Exhibit 005

Exhibit 006 at 3

Ex. 5 Deliberative Process (DP)
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Exhibit 008

Ex. § Deliberative Process (DP)

Ex. 5 Deliberative Process (DP)
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Ex. 5 Deliberative Process (DP)
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Exhibit 009 at 13
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Table 1. Class 1ll Draft Area Permit Specific Comments and Recommended Permit Language Revisions
Recommended Alternative Language or Other Modification

I.A. Class lil Permit Area Boundary
...Figure 2a shows the Dewey Area ore zones and wellfields in Sections 29, 30, 31, and 32 and 33 of
Township 6 South, Range 1 East....

I.B. Well Locations
... The UIC regulations specific to South Dakota are found at 40 CFR 51422400 part 147, subpart QQ...

Remove “Deep Class | Disposal Well #4” and “Deep Class | Disposal Well #2” from legend and plan
view of Figures 2a and 2b, respectively.

Il.A. Wellfield Location Restrictions

All wellfields and perimeter monitoring wells shall be located within the Permit Area boundary
described in Part I. No wellfields-Class lll injection or production wells shall be located within 1,600
feet of the Permit Area boundary in order to establish an operational buffer between the wellfields
and the Permit Area boundary.

Table 3. Example Cross Section Locations Required for Each Wellfield

D- A rminimum of 1 cross section alang trend of
WF2 | Middle and/or Lower Chilson roll fronts
ddineating Middle and/or Lower Chilson ore
deposits approximately parallel to cross
section | — I as shown in Appendix A, Figure
Al Aminimum of 1 cross sedtion intersecting
thefirst cross section also delineating Middle
and/or Lower Chilson ore deposits locatedin
the middle of the west side of O-WFZ, as
shown in Appendix A, Figure Al, The cross
section s shall clearly identify aquifer units,
confining units and Middle andfor Lower
Chilson oretargeted by D-WF2, Alsoinclude
any intersected ore zones targeted by O
WFL, D-WF3 and O-WHR as applicable,
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Table 3. Example Cross Section Locations Required for Each Wellfield

BE-WFo

Aminimum of the 2 7 cross sectionsin the
approximate location s shown in Appendix
A, Figure AS delineating Middle and/or
Lower Chilson ore deposits, The cross
section s shall clearly identify aguifer units,
confining units and Middle and/or Lower
Chilson ore deposits ore deposits targ eted
by B-WFS, Alsoindude any intersected ore
zones targeted by B-WF1 and B-WF7T as
applicable,

B-WF7

Aminimum of the 2 1 cross sections shown
in Appendix A, Figure AS ddineating Middle
and/or Lower Chilson ore deposits, The
cross sections shall clearly identify aguifer
units, confining units and Middle and/or
Lower Chilson ore deposits ore deposits
tarmeted by B-WF7,

Table 3. Example Cross Section Locations Required for Each Wellfield

B-WF2 | .. The cross sections shall dearly identify
aquifer units, confining units and Middle
Chilson ore deposits ere-depeasits targeted
by B-WFZ...

B-WF | .. The cross sections shall dearly identify

aquifer units, confining units and Middle

andfor Lower Chilson ore deposits ere

depasits tammeted by B-WF..,

B-WFo

.. The cross sections shall clearly identify
agquifer units, confining units and Middle
andfor Lower Chilson ore deposits ere

Hepesits tammeted by B-WFES..,

B-\WF7

... The cross sections shall clearly identify
agquifer units, confining units and Middle
andfor Lower Chilson ore deposits ere

depasits tameted by B-WFT..,

B-WWF3

... The cross sections shall clearly identify
aguifer units, confining units and Middle
and/or Lower Chilson ore deposits ere

Hepesits tameted by B-WFE..,

WF1D

... The cross sections shall clearly identify
aguifer units, confining units and Lower

Fall River ore deposits eredepesis
targeted by B-WF10...,
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2.C. Welifield Pump Test Design and Pump Test Well Installation

2.a. ldentify each the proposed production and injection well lecatien patterns and approximate
screened intervals.

Table 4. Observation Wells for Monitoring the Integrity of the Morrison Formation Lower Confining

Zone
ELT 14 SES5ESedion | Dewey Hydra D
30TES R1E | WFZ2 £33
DBOE-32- MNEMW Dewrey MEMW
11 Section =28 | WF2 Section =25
3ZTEs R1E 32
TE5 R1E

Table 4. Observation Wells for Monitoring the Integrity of the Morrison Formation Lower Confining

Zone
DRI 90 SESE Section 35
Tos R1E F&&sHth
DBOE1-7 5E Section =£ 1
T#5 R1E
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II.E.2. The Permittee shall follow these procedures while conducting the formation testing described
in Table 6:

a. Determination of Aquifer Potentiometric Surfaces

i. Once the potentiometric surface has stabilized within each aquifer after well development, static
potentiometric surface water levels shall be measured in every perimeter and non-injection interval
monitoring well and a representative number of injection or production wells in-everp-aguiferunitin
the wellfield-neluding-injection preductionandmonitoringw

£

II.E.2. The Permittee shall follow these procedures while conducting the formation testing described
in Table 6:

a. Determination of Aquifer Potentiometric Surfaces

iv. Once the potentiometric surface has stabilized within each aquifer after the pump test, static
potentiometric water levels shall be measured in every perimeter and non-injection mterva!
monitoring well and a representative number of injection or production wells ineverya EeHaH-in
the wellfield-includinginiection preduction-and-moeniteringwells, prior to the initiation of injection
into the wellfield to determine if there have been any changes in water levels not attributable to
changes in barometric pressure.
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II.E.2. The Permittee shall follow these procedures while conducting the formation testing described

in Table 6:

b. Sampling and Analysis of Injection Interval and Non-injection Interval Monitoring Wells

i. After the construction and development of the wellfield perimeter monitoring wells{and-Down-
dient-Complia BoundansWellsl- completed within the injection interval and the monitoring

wells completed in aquifers above and below (where applicable) the injection interval, the Permittee

shall collect groundwater samples from each well according to the following procedures:

A) The Permittee shall usat dard-Operating Procedy Low-Stress Low Elowl -/ Minim

Drawdow d-Wate wate-Cellestien-purge at least three casing volumes prior to sample

collection and measure the field parameters listed in Table 7 at the surface as fluid is pumped out of

the well to determine when collection of a representative sample is possible.
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Table 7. Field Parameters to be Monitored and Stabilization Criteria to Meet before Sample

Collection
Parameter Stabilzation Criteria
pH t ol 1084 pH units
Spedfic T 21086 usfom
conductance
Temperature + 106 70
C_’pr’datign + 10 il l c
potantial
Ty -0 _
) - |
s bl 0 EFAFRE
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Table 8. Baseline Water Quality Parameter List

Test Analyte /Parameter® | Units
Physical Properties
pH pH Units
Total Dissolved Solids (TDS) mgL
Specific Conductance? prnbiosfom
Common Elements and lons
Taotal alkalinity {asCaClz) mgL
Bicarbonate Alkalinity (as Ca mgL
Cik)
Cacium gL
Carbonate Alkalinity (as Ca gL
Cik)
Chloride, Cl mgL
mMagnesunm, Mg gL
Mitrake, MOy (as Nitrogen) gL
Potassium, K mgL
T ernall
Sodium, Na gL
Sulfate, 50, gL
Fotal Dissolved Metals
-t
Arzenic, As gL
Barium, Ba mgL
Baran, B mgiL
Cadrmiurn, Cd gL
Chromiurm, Cr gL
Copper, Cu gL
Fluoride, F gL
Iron, Fe gL
Lead, Pb gL
Manganess, n mgL
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mMercury, He gL
mo b bdenurm, Mo gl
Mickel, Mi gL
Seenium, Se mgL
Silver, Ag gL
ranium, U megfL
Wanadium, v gL
Zinc, Zn L
Radiological Param eters
GrossAlphat pCifL
PolopirndL il
Radiumn, Rar226 pCifL

*Laboratory analysis only, except where indicated.
*Field and Laboratory

*Exlcuding radon and uranium

See comment #16.
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See comment #16.

See comment #16.
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See comment #16.

See comment #16.

IL.F. Wellfield Pump Test Requirements

3. The Permittee shall conduct the wellfield pump tests with sufficient iterations and using pumping
wells in as many locations within the wellfield as necessary to create drawdown in each injection
interval perimeter monitoring well.
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II.G. Additional Requirements to Obtain Authorization to Inject for Burdock Wellifields 6, 7 and 8

1. Because the Chilson Sandstone down-gradient from Burdock Wellfields 6, 7 and 8 has been partially
oxidized by native groundwater, the Permittee shall evaluate the capacity of the down-gradient
Chilson Sandstone to remove residual contamination from restored wellfield groundwater as it travels
down-gradient toward the aquifer exemption boundary.

2. To fulfill this requirement the Permittee shall:

a. miien 3 ; 3 4 £+ v \')}r DL foled ovinerhy P evevemed J; xa) tnkorsad Avl’\.'
deilline & o A Aiond o rote 3 ik i A i A & D A Aioe CERD iy
BoundaryWells-Conduct geochemical modeling using site-specific data to demonstrate that

contaminants will not cross the down-gradient aquifer exemption boundary and cause a viclation of

any primary MCLs or otherwise adversely affect the health of persons.
b.PA by o) o Ao o 3 by meosiont fir iz Pt P

presentative-ef-in-situ-geachemi ditiens~Conduct column testing, batch sorption testing, or
other approved laboratory or field testing method to provide site-specific inputs into the geochemical
modeling, as specified in Part IV, Section D.1.a.

c.Comupile i Bocite-camD i o decondyct O tory bench
o5 3 e YaY-XRYY. il £ o ¥ hat it hat ” + A L 3 ¥ by el pete

IsiRg-t LTS tes-Submit geochemical modeling results to the Director demonstrating

that no ISR contaminants will cross the down-gradient aguifer exemption boundary and cause a

violation of any primary MCls or otherwise adversely affect the health of persons.i-One-columnte
b ducted-usine unrestored- welfield o dwater taken s awelfield inwhich-urani
ery been wpleted but-bef dwate & begun,-and

HeT deolumnte b ducted uci d eld o dwater.
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from-the-columpso-that-changesin-snabped-constituent-concentiationsrnay-be-determin

onstituent-concentrationsmay-b riped.

e-Afterthe testein-Part i -Bections G.d.chand- G.d-odl-have been-completed a-second roun tests
. ot besn-compl . B FOLRE-S

el Sl Dok 18 G e mdi o 1 boenpned fo Bl sy Bevete oy el zed bt Uy adet s by {-hq_u_p‘
P& ¥ g a3 e g ¥ o e ity Pl HAee-Se R e -2 .

£ the Partll-Sections Gd-tl-and -Gt i-coloran-test leachatosdo-not-domensirate-an-adeguate

[_S_Rdeggtamin vite sapill rreee Sl ol esages o H ni-aod H BL-ex porstioue. b 5 fbly g ogehemiea_'__
PR W & . ERAE ek 22y Fpelah-Beb P trte-g

3. If, during the wellfield pump tests using a pumping rate simulating production and restoration in
Burdock Wellfields 6, 7 or 8, the Chilson aquifer potentiometric surface is drawn down to the point
where the proposed injection interval becomes less than fully saturated, the Permittee shall develop a
3-D unsaturated groundwater flow model for the area where less than fully saturated conditions are
anticipated.

Ii.H. Injection Authorization Data Package Reports

2. Each Injection Authorization Data Package Report shall contain a description of all logging and
testing procedures required under Part ll, Sections B through F (Sections B through G for Burdock
Wellfields 6, 7 and 8) and the results of such logs and tests. In summary, each Injection Authorization
Data Package Report shall contain the following:

o. Estimation of wellfield maximum injection pressure calculated using the equation in Part V, Section
F of this Permit and results from wellfield delineation drilling and logging for the purpose of selecting
well casing and piping that meet requirements under Part Viii, Sections E-2.¢-and-E-3.¢ E. 1.
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I1.1.3. Information to Submit to the Director to Obtain Approval of the Proposed Exemption of Inyan
Kara Aquifers within the Proposed Aquifer Exemption Boundary around Burdock Wellifields 6 and 7
If the Permittee has not demonstrated to the Director that Well 16 located in NWSE Section 1 T7S R1E
been-plugged-and-abandenad-does not currently serve as a source of drinking water before
issuance of the Final Class Il Area Permit, the Permittee shall submit the following information to the
Director for proposing exemption of the Inyan Kara aquifer within the proposed exemption boundary:
a. Injection Authorization Data Package Reports including all the information under Part Il, Sections B
through G and Section I. This information will serve as additional analysis of the amenability of the
injection interval to the in-situ method for uranium recovery as required under § 144.7(c)(1).
b. A demonstration that Well 16 located in NWSE Section 1 T7S R1E been-plugged-and-abandoned
does not currently serve as a source of drinking water.

Modify or provide additional explanation as to the possible step rate test locations for the Dewey area
depicted on Figure 4.

PART IV.-DOWN-GRADIENT COMPLIANCE BOUNDARY BASELINE MONITORING
\ND-POST-RESTORATION-MONITORING PLAN GEOCHEMICAL MODELING REQUIREMENTS

fe-Bown-gradient-Compliance-Boundary-Rosh-Restoration MonitedngRlan
¢ aLRdarsio B

mmﬂ' ) wud Twary B0l oy G fe ok e Gl g brsanpivees Liirokyes ke
S R-PH B R BRSSP - . SGHEWHAE H-e e
. y . " . Y y wy g r s
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IV.AD-Laboratory-Column-Testing Geochemical Modeling to Verify Attenuation Capability of Down-
gradient Injection Zone Aquifer
1. Once wellfield restoration and stability monitoring haves been completed in a wellfield and-

orad y ieldo ol vaterd ailaby § AL & Y e , the Permittee
Sha” § & 3 J; & i ) o actod aouicecd-unde R !!’ ok B.5 ciact
whans-test ding-t wing-specificati conduct geochemical modeling using site-

specific data to demonstrate that contaminants will not cross the down-gradient aquifer exemption
boundary and cause a violation of any primary MCLs or otherwise adversely affect the health of
persons:,

HThes Ur\r{ rw!r mn-test shall b onduct eix e_pb rost el el roundwater,

o ripb o Part i

g /

g_,pan“ v RO Fee b a_eh,a Tlha g piracnreeliesmd crrenir P el e Iqa_u__b_e_a,na_l_y_z_ed_fgr_
HeRe-grotiReEY et Gun P& eRe-grobl ¥ Fei g

- - - 7 H

a. Geochemical modeling shall evaluate the following:

i. Demonstration of the restored aquifer’s capacity to maintain stability, considering the long-term
influence of up-gradient groundwater.

ii. Assessment of the natural capacity of the down-gradient portion of the exempted aquifer to
attenuate contaminant concentrations.

iii. Evaluation of any localized, elevated concentrations above the restoration criteria remaining in the
production zone following restoration.
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beu | P J ok Dedoda ol Dulul"u” wran-te o ey Aot Lt e iant A 5.4
P

! P * " ke o) i e, PRT Y L e LLES disnt mer ke
3 it i A £ P ¥ o ont Aok i 5.4 wk " * e, AR aT Na¥] PRT Y
eelumnsythen-tThe Permittee shall submit a dwatertr vent-Closure gPlan to the Director for
approval describing the geochemical modeling results measur preventing ISR tarminant
essing-the-dow dient ifer mptien-boundary, The plan shall include-geochemicalmedeli

results-demonstrateing that no ISR contaminants will cross the down-gradient aquifer exemption
boundary and cause a vicolation of any primary MCls or otherwise adversely affect the health of
persons. The geochemical model shall be calibrated with torpandforfield site-specific data.

Figure 5. Typical Well Construction Design
WELL SCREEN {IF USED)

GRAVEL PACK {IF USED)

SAND TRAP (IF USED)

CHECK VALVE {IF USED)

V.E.2. Well Casing Requirements

Injection and production well casing shall:

a. Meet or exceed the specifications of ASTM Standard F480 and NSF Standard 14 for thermoplastic
pipe, including PVC;
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V.E.3. Injection Piping Requirements

The injection erpredustion pipe shall:

a. meet or exceed the specifications of ASTM Standard D2239 3350 and-MNSE-Standard-14-for
polyethylene pipe,

b. have no greater than SDR 11, and

c. have a pressure rating that exceeds the highest maximum allowable injection pressure for the
wellfield.

Table 12. Injection/Production Pipe Dimensions for SDR 11

Proposed Mininum Casing Pipe
Injecti onfPradudion Pipe Wall Thickness
Diameter [inches) {inches)
1.0 0,03
15 0136

See comment #31.
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V.E.4. Well Cementing Requirements

a. The Permittee shall isolate all USDWs by placing cement/bentonite grout between the outermost
casing and the well bore from top of well to top of well screen.

b. The Permittee shall use cement/bentonite grout:

i. Of a quantity and quality to withstand the maximum operating pressure; and

ii. Which is resistant to deterioration from formation and injection fluids; and

iii. In a quantity no less than 120% of the calculated volume necessary to fill the borehole-casing
annulus from the top of the injection interval to the ground surface.

c. With the casing in place, a cement/bentonite grout shall be pumped under pressure into the casing
allowing the grout to circulate out the bottom of the casing and back up the casing annulus to the
ground surface.

V.H. Postponement of Construction

1. If Fthe Permittee shall-does not begin construction of at least one of the proposed wellfields within
one year of the Effective Date of the Permit, the Permittee shall present an annual Area of Review
{AOR) update to EPA until construction commences. The AOR update shall include identifying the
location and screened interval of any new domestic wells within 2 kilometers {1.2 miles) of the
potential wellfield area, as measured from the perimeter monitoring well ring.

V.1.1. Demonstration that Manifold Monitoring Is Equivalent to Individual Well Monitoring

a. In order for the Permittee to use manifold monitoring rather than individual well monitoring and
use the header house pressure gauge as the point of compliance for monitoring injection pressure, the
Permittee shall demonstrate that manifold monitoring is comparable to individual well monitoring.

b. The Permittee shall conduct a bounding analysis demonstration for each header house that
manifold monitoring is comparable to individual well monitoring using the maximum anticipated
carbon dioxide and oxygen injection rates demonstrate-that injection-pre reasured-at

e § Py £ o ord L Loioet oy LORSL oot

o bn A et e, 1

c. A demonstration is valid as long as adjustments stay within the range of the bounding analysis until

‘w\lj 5 rent 3 ol by, dionide ol y o a1 & e § A 3
coatod in.d aftor d e § ML -9

d I orl iryikl de 4 i divictrant ol H . & a1 & .
- Ty i £ ¥ i ¥ i ¥

de 3 4 i I by, ark ‘nﬁ[u

e~The bounding analysis shall be provided to EPA within the next A d-of-injectionp
16 Y-t o omcio. . o & y e | o il \v'i' [ Quarter]y Monitoring

Report as required under Part IX, Section F.8.
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V.1.2. The installation of following additional equipment is required for manifoid monitoring:

e. injection manifolds (as shown in Figures 8 and 9) equipped with:

iv. In the Burdock Central Processing Plant-and the Dewey Satellite Facility or another representative
sampling or measurement location:

A) a sampling port in the injectate trunkline to collect representative samples of the injectate for each
wellfield;

B) instrumentation to continuously monitor and measure injectate and production flow rate for the
daily recording of the injection and production flow rates for each wellfield; and

C) instrumentation to continuously monitor and measure injectate and production volumes for the
monthly recording of the injection and production volumes for each wellfield.

b3 Wellhead-and Surface Eguipment

VIIi.B. Requirement to Demonstrate and Maintain Mechanical Integrity

1. The Permittee is required to ensure each injection well and production well maintains mechanical
integrity at all times. Injection into a well that lack mechanical integrity is prohibited.

2. Before the Authorization to Commence Injection is issued by the Director for each wellfield, the
Permittee shall demonstrate that each wellfield injection and production well installed during
development of the Injection Authorization Data Package Report has mechanical integrity according to
40 CFR § 146.8. Prior to commencing operation of each injection and production well, the Permittee
shall document that the well has mechanical integrity.

VII.G. Ongoing Demonstration of Mechanical Integrity

1. After initial demonstration of mechanical integrity required in Part VII, Section B.2, the Permittee
shall demonstrate internal mechanical integrity of each injection well within five (5) years of the last
successful mechanical integrity test even if the well is not active. The procedure and criteria for
demonstrating internal mechanical integrity are found in Part VI, Section C.4.

2. Results of mechanical integrity tests shall be submitted to the Director with the next scheduled
Quarterly Monitoring Report, unless the mechanical integrity test occurred within 45 days before the
due date of the Quarterly Monitoring Report. In that case, the mechanical integrity test results shall be
submitted with the following Quarterly Monitoring Report.

3. Failing to provide the EPA with a successful demonstration of mechanical integrity in a timely
manner will be a violation of this permit.

-el 3 Dear 4 i lnte !\‘Q(‘!"n i lnte

=4

-1 tor b iryikl de 3 4 i inke ‘C\f"g"n i koot Al J; & and-oroduet s
* £

by, iold tactard de 3 4 £ 3 ‘C\f"g"n i koot & o

brThe-procedure-and-eriteria-for demonstrating internalmechanicaldntegrity-are-founddn-Rar
MHotegrity are-fownd-in-Rart VL

VIIL.C. Requirements Prior to Commencing Injection in a Wellfield

1. General Requirements

The Permittee shall not commence injection until:

d. Initial demonstration of mechanical integrity pursuant to 40 CFR §1-46.8 and Part VI, Section B.2
has been successful and documented; and
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VIil.C.2. Confirmation of Aquifer Baseline Potentiometric Surface

a. After the construction of all wellfield perimeter and non-injection interval monitoring wells and a
representative number of injection or production injestionpreduction-and-meniteripg-wells is
completed and the static potentiometric surface for each aquifer has stabilized from well
development activities and the wellfield pump tests, the static potentiometric water levels shall be
measured in every well in the monitoring system prior to the initiation of injection into the wellfield to
determine the degree to which the injection interval potentiometric surface recovered after the
wellfield pump tests.

VIil.E.5. MAIP Compliance Point

a. The Permittee shall use a pressure gauge located either at each wellhead or at the injection
manifold at each header house as the compliance point at which the MAIP is demonstrated not to
exceed the permit limit set according to Section E.3 of this Part.

b. The Permittee may use pressure gauges at the injection manifold only after verification that the
header house pressure gauge is greater than or equal to the injection pressure measured at the
wellhead of each injection well connected to the header house as described under Part V, Section 1.1-

siiegseeh

Rermitte. ciact Pkl H J; & oy Yot ] rark ‘c)ﬁ[
e § by cht 3 itk H J; & oy i byt & 3 oo e
3 J; & oy & A el bt ikd +oox o thod J; & oy
L5 oot fay ) §ELEN ¥ der i J; & ! I byl & oy & y
J; & A e £ ok Pt 2. L ol 4 e $ o Veud ! Pt i
sene b fay ) ivelisziclig i & A by, ’\l‘lj ctracl o & 3 J; & oy &
it A e Lo * 3 J; & oy anciirad. ot e LA

inioet iy LN O §ELEN

V.F.5. Hydraulic Control of Wellfield during Groundwater Restoration
c. The Permittee shall monitor the water levels in the wellfield perimeter monitoring well ring in
accordance with the requirements in Part IX, Section B.1.e, Table 14.FB and Part IX, Section C.

VIil.H. Injection Fluid Limitation

2. During the groundwater restoration phase, the injectate will be limited to permeate from reverse
osmosis (RO) treatment of groundwater extracted from the post-ISR wellfields, e clean makeup water
from the Madison Limestone, or groundwater recirculated within the wellfield. Chemical reductant
may be injected only after prior written authorization from the Director.

VIil.H. Injection Fluid Limitation

4. If the Permittee elects to pump groundwater from the down-gradient compliance boundary wells
and decides to reinjectien the pumped groundwater into another location within the exempted
portion of the Inyan Kara aquifers, the Permittee shall submit an authorization by rule proposal to the
Director.
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IX.B. Monitoring Parameters, Frequency, Records and Reports

Monitoring parameters and frequency are specified in Section 1 below.

1. Monitoring Parameters and Frequency

c. The injection and production flow rates shall be continuously monitored for each wellfield and shall
be recorded daily from monitoring devices at the Burdock Central Processing Plant, and the Dewey
Satellite Facility or another representative location.

d. Monthly injection and production volumes shall be continuously monitored and recorded for each
wellfield from monitoring performed at the Burdock Central Processing Plant, and the Dewey Satellite
Facility or ancther representative location.

IX.B.2. Determining Baseline Water Quality for Non-injection Interval Monitoring Wells

The Permittee shall determine baseline water quality permitdimits-for non-injection interval
monitoring wells according to the requirements under Section 11.3 Establishment of Commission-
Approved Background Water Quality in the NRC Source Material License.

IX.B.3. Down-gradient Compliance Boundary Baseline Monitoring

Baseline groundwater characterization sampling shall be performed guasterhyon Down-gradient
Compliance Boundary wells as designated in the approved wellfield Post-Restoration Monitoring Plan
beginning after well development through the end of wellfield restoration. At least four pre-
operational baseline samples shall be collected at least 14 days apart prior to operation of the
wellfield. Samples shall be collected annually from the onset of operations through regulatory
approval of groundwater restoration. Groundwater samples shall be collected according to the
procedures in Part Il, Section E.2.b. The samples shall be analyzed for the baseline water quality
parameters listed in Table 8 using the analytical methods shown. Equivalent analytical methods may
be used after prior approval by the Director.
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Remove Table 14C.

Remove Table 14D.

Remove Table 14F.

Remove the following from Table 14H:

- Samples from operational monitoring stock wells within permit area for chloride, total alkalinity, and
specific conductance

- Samples from the operational monitoring wells listed in Table 16 for baseline parameters (Table 8)
Remove Table 14J.

Remove Table 16.

Remove Figures 10-14.

IX.F. Reporting Requirements

10. Submittal of NRC Reports and Documents

a. The Permittee shall submit, for informational purposes only and at the same time as provided to
NRC, the following information:

i. All groundwater sampling data.

ii. The semi-annual report required by NRC under License Condition 11.1B, which discusses the status
of wellfields in operation. The report includes the progress of wellfields in restoration and restoration
progress, status of any long-term excursions, and a summary of MiTs conducted during the reporting
period.

iii. The groundwater quality data required by NRC under License Condition 11.3. This data includes the
background water quality for the ore zone, overlying aquifers, underlying aquifers alluvial aquifer, and
perimeter monitoring areas.

iv. Water quality data from the annual samples required by NRC under License Condition 12,10 for
each domestic well within 2 km {1.25 miles) of the boundary of each wellfield as measured from the
perimeter monitoring well rings.

v. Water quality data from the quarterly samples required by NRC under License Condition 12.10 for
each stock well within the permit area.

vi. Water quality data from the quarterly samples required by Section 5.7.8.2 of the approved NRC
license application for each operational monitoring well.

vii. Any reports submitted to NRC regarding excursions, including initial reports, follow-up reports,
progress reports and guarterly reports required under License Condition 11.1 that include excursion
parameter concentrations, wells placed on or removed from excursion status, corrective actions taken,
and the results for all wells that were on excursion status during the quarter.
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Table 14. Monitoring Parameters and Frequency

A, CONTINUOUSLY

MOMITOR

Injection Pressure (psig) at each header
house

Injection Rate (gpm) for each wellfield at
injection trunkline at the Burdock
Central Processing , e the Dewey
Satellite Facility or another
representative location

Production rate ([gpm) for each wellfield
at produdion trunkline at the Burdock
Central Processing Plant, erethe Dewey

Satellite Facility or another
representative location

Injection volume (gallons) for each
wellfidd atinjection trunkline at the
Burdock Central Processing Plant, e
the Dewey Satellite Facility or another
representative location

Production volume [gallons) for each
wellfidd at produdion trunkline at the
Burdock Central Processing Plant, and
the Dewey Satellite Facility or another
representative location

Table 14. Monitoring Parameters and Frequency

F. 60 DAY INTERVAL EX CURSION MONITORIN G
DURING GROUNDWATER RESTORATION A5
STABILIY MO HOHING
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Table 14. Monitoring Parameters and Frequency

G. 60 DAY INTERVAL POST-RESTORATION
GROUNDWATER MONITORING

CBSERVE | Wdlfield perimeter maonitoring well

AMD water level s (until a down-gradient flow

RECCRD | pattern has been reestablizhed)
W lfield non-injedion interval
monitoring well water levels {until a
dowrr-gradient flow pattem has been
reestablished)

o v ¥ ) = i i
: at ' e sdsbac

o Tabla s

REPCRT | MNext scheduled Quarterly Report

Table 14. Monitoring Parameters and Frequency

H. QUARTERLY

AMALYZE

Sarmples from operational monitoring
stock wells within permit area for
chloride, total alkalinity, and specdfic
conductance

Sarmples from th e operational
ronitoring wells listed in Table 16 for
baseling parameaers as specified in the
MARC licenseiTablas)

5 £i
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Table 14. Monitoring Parameters and Frequency

L.SIX MONTH INTERVAL POST-RESTORATION
GROUNDWATER MONITORING

AMNALYZE

Groundwater samples from the Down-
gradient Compliance Boundary welsfor
basdinewater quality parameters
(Table 8)

Water samples from each wellfield non-
injection interval monitoring well for
chloride, total alkalinity, and specific
conductance

RERORT

Include analytical resultsin next
scheduled Quarterly Report after
analytical results are received from
laboratory.

Table 14. Monitoring Parameters and Frequency

LANNUALLY

AMNALYIE

Groundwater samples from the domestic
wells within 1.2 miles of the boundary of
each wellfidd (as measuredfrom the
perimeter monitoring wel ring) prejest
eundkary for baseline water quality
parameters @ specified in the MRC

license Tabled

REPCRT

Include analytical results in next
scheduled Quarterly Report after
analytical results are received from
laboratory,
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Table 14. Monitoring Parameters and Frequency

K.24-HOUR REPORTIN G

REPORT | If any ISR contaminant crossesthe
aguifer exermption boundary in a
concentration abovethe baseline permit
limits as described in Part 1X, Section
E.14.

System faillures,

Upon discovery of any othes
noncompliance reguiring 24-hour
reporting as described in Part X, Sedian
D114

IX.B.4. Operational Groundwater Monitoring

a. Domestic Wells

i. During operations, the Permittee shall monitor all down-gradient domestic wells within 1.2 miles of
the boundary of each wellfield {as measured from the perimeter monitoring well ring) the-Areaof
Review, unless the well owners do not consent to sampling or the condition of the wells renders a well
unsuitable for sampling.

ii. Wells to be monitored under this requirement are shown in Figure 10.

iii. Samples shall be collected annually guarterly and analyzed for the baseline-water quality
parameters as specified in the NRC license listed-inTable-8,

IX.B.4. Operational Groundwater Monitoring

c. Monitoring Wells

The Permittee shall monitor wells located hydrologically up-gradient and down-gradient of ISR
operations as part of the operational groundwater monitoring program.

Monitoring wells included in the operational monitoring program shall include wells completed in the
alluvium, Fall River, Chilson, and Unkpapa aquifers.

The proposed wells indicated in Table 16 (Well ID is TBD) and in Figures 12 and 13 shall be installed
before the first wellfield pump test is conducted in the Burdock Area.

The monitoring wells shall be monitored quarterly and analyzed for the baseline-water quality
parameters as specified in the NRC license listed-inTable-8,
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Table 16. Monitoring Wells Included in Operational Monitoring Program

well ID | art-art
Alluvrium
oC-1 MWEW
02 SESW
DC-3 MWSE
DC-42 WY

Figure 11. Operational Monitoring Wells - Stock Wells

IX.C. Excursion Monitoring

2. During Groundwater Restoration and-Stability-Meonitoring

IX.C. Excursmn Monitoring3. During a Conflrmed Excursion EventerMmqﬁenn{,LNea#estunmaeted—

Mellfiel

ik
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IX.C. Excursion Monitoring
3. During a Confirmed Excursion Event
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IX.C. Excursion Monitoring

3. During a Confirmed Excursion Event

f. For Excursions Detected in Non-Injection Interval Monitoring Wells that Are Not Corrected within
60 Days:

i. Onee If an excursion in a non-injection interval monitoring well has not been corrected within 60
days beenverified-to-b execursion, in addition to the monitoring required under 3a and 3b above,
the Permittee shall collect a groundwater sampl e en{ldaysfrom the impacted well(s) and
analyze the samples for the baseline parameters in Table 8. A second sample shall be collected after
the excursion is corrected and analyzed for the baseline parameters in Table 8.

ii. If the excursion is detected outside of the exempted aquifer and is not corrected within 60 days,
Tthe Permittee shall restore athe non-injection zone aquifer impacted by an excursion of injection
zone fluids back to baseline concentrations determined under Part IX, Section B.2. This shall be
determined by

Hi-Monitor aseli titgen £ ikl three (3) consecutive samples show-with
concentrations of excursion indicators and any elevated baseline constituents are-below-that do not
demonstrate a statistically significant increase above baseline standards concentrations.

iii. If the excursion occurs within the exempted aquifer and is not corrected within 60 days, the
Permittee shall conduct an analysis of the potential to impact groundwater quality outside of the
exempted aquifer considering site-specific conditions, corrective actions and monitoring results, H-the-
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IX.C. Excursion Monitoring
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IX.E. Post-Restoration Groundwater Monitoring Requirements

2. The Permittee shall centinue-te measure water levels in the wellfield perimeter monitoring wells
every 60 days during post-restoration groundwater monitoring until it can be demonstrated that the
down-gradient groundwater flow pattern in the injection interval has been reestablished. asreguired-
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IX.E. Post-Restoration Groundwater Monitoring Requirements

3. The Permittee shall also continue-to measure the water levels in overlying non-injection interval
monitoring wells every 60 days until it can be demonstrated that the down-gradient groundwater
flow pattern in the injection interval has been reestablished.

IX.E. Post-Restoration Groundwater Monitoring Requirements
4. The Permittee shall also sentinue-te collect groundwater samples every 6 months from overlying
and underlying (if applicable) non-injection interval monitoring wells and analyze them for the

excursion monitoring parameters. baseli vate ality-p rate ab v e-basel
Py ; otk Aot e lree i J; xa) Prahe . i J; xa)
inkoriald ; iald 16 & by ol P o tadnlic Aol P a) B:) dlyie .D*\

IX.E. Post-Restoration Groundwater Monitoring Requirements

13. If the results from the retesting strategy under 11 above show that an SSI has occurred ...

a. Within 30 days from confirmation of the SSI, the Permittee shall submit an aquifer remediation plan
for the Director’s approval showing how aquifer clean-up and monitoring will be conducted and how
the Permittee will ensure that no fusther migration of ISR contaminants will occur across the aquifer
exemption boundary and cause a violation of MCLs or otherwise adversely affect human health
outside of the exempted aquifer willb wplished.

IX.F.5. Demonstration that Manifold Monitoring of Injection Pressure is Comparable to Wellhead

Monitoring

a. Demonstration shall consist of a list of injection pressures measured at each wellfield injection

wellhead compared to the injection pressure measured at the pressure gauge at each header house

and the time and date each injection pressure measurement was collected.

b. The Permittee shall conduct a bounding analysis demonstration for each header house that

manifold monitoring is comparable to individual well monitoring using the maximum anticipated

carbon dioxide and oxygen injection rates.bc. The Permittee shall make an effort to record the

measurements at the same time from wellhead pressure gauge and the header house pressure gauge.

&d. The report shall consist of

i. injection well identification numbers,

ii. injection pressure measured at each wellhead,

iii. time and date of measurement,

iv. header house identification number for the injection well,

v. header house injection pressure measured,

vi. time and date of measurement,

vii. maximum anticipated flow rate of carbon dioxide for the header house and

viii. maximum anticipated flow rates of oxygen for each injection well.

de. This information shall be included in the next Quarterly Report after the information is compiled.

ef. After the initial demonstration for a wellfield, if adjustments are made to the oxygen flow rate or

carbon dioxide flow rates cutside of the range of the bounding analysiswhich-a cated-in-line-afte
de UEE-BROSSHE uge, then a new demonstration is required.
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IX.F.9. Excursion Reportinga. Initial Excursion Reporting

i. If an excursion has been confirmed, the Permittee shall notify the EPA within 24 hours per Part XIl,
Section D.11.e and follow up with a written report within 5 days.

A) P © "“H“o g y EP it 24 . P v-P 7 VH’ P a) a4 o Ad-A b Av"" -,

s = e

vritten-reportwithin-5-days. Location of excursion,

X.B. Records of Monitoring Data
6. The Permittee shall also will-maintain an electronic database containing well completion and
mechanical integrity test records for all injection wells and provide it for EPA use upon request.

XI.B. Well Plugging Requirements

1. Prior to abandonment, each Class il injection well shall be plugged with bentonite or cement grout
in a manner which prevents the movement of fluids into or between underground sources of drinking
water.

X11.D.11. Reporting Requirements

i. Oil Spill and Chemical Release Reporting: The Permittee shall comply with all reporting requirements
related to the occurrence of oil spills and chemical releases by contacting the National Response
Center [NRC) at (800) 424-8802.

XIil.C. Updated Cost Estimate and Timing for Demonstration of Financial Responsibility

An updated cost estimate shall be submitted at least 30 days prior to initial construction of Class 1l

injection wells within the permit area upen-the-lssue-Date-ef-the-Final-RBermit. The demonstration of

financial responsibility shall be submitted to the EPA within21 adar-day the-Effective-Date
Final-Rermitand-at least 90 days before the commencement of cperation of any Class I injection

well truction-aetivit

VS Note: UIC regulations require that the demonstration of FR be in place before well construction
begins.

The Permittee shall ensure that the Down-gradient Compliance Boundary extends far enough so that
each end of the boundary intercepts all restored wellfield groundwater flowing down-gradient as
illustrated in Figures B2a and B2b. Figure B2a shows the north end of the wellfield in Figure B1; Figure
B2b shows the south end of the wellfield in Figure B1. In both figures, the agua-Down-gradient
Compliance Boundary extends far enough ...

Figure B2b. The Down-gradient Compliance Boundary at the nesth south end of the wellfield shown
in Figure B1 extends far enough at each end to capture any restored groundwater flowing from the
wellfield.
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Explanation of Alternative(s)

As shown in Table 1 and Figure 2a, two Dewey Area wellfields are
planned within Section 33.

Powertech suggests changing the reference to the more general 40 CFR
part 147, subpart QQ or else 40 CFR § 147.2101, which pertains to Class
[ wells.

Class | wells are not proposed by Powertech.

The suggested modification is requested to make it clear that
“wellfield” in this context includes the production and injection wells
but not the perimeter monitoring wells. This is consistent with the first
sentence in this paragraph, which begins “All wellfields and perimeter
monitoring wells ...”

Powertech requests updating the description of the mineralized
horizons in Dewey Wellfield 2 in Table 3 and Table 1 in the Fact Sheet.
This change would make the cross section description consistent with
that for B-WF4, 6, 7 and 8.
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Powertech requests updating the minimum number of cross sections
listed in Table 3 for Burdock Wellfields 6 and 7 to match the Appendix A
figures.

Typographical correction.
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Powertech requests modification of the permit condition to
accommodate phased development of each ISR wellfield, in accordance
with standard ISR industry practice and commitments in the permit

application.

Powertech requests correction of the legal locations for Hydro ID 693
and DB08-32-11.

Powertech requests correction of the legal locations DRJ 90 and DB08-1-
7.
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Please refer to Attachment A-1 for a proposed alternate solution to
collecting at least two cores per wellfield while drilling the down-
gradient perimeter monitoring well ring or the Down-gradient
Compliance Boundary wells. Comment #28 includes recommended
alternative language under Part IV, Section D of the draft permit to
replace that in Part li, Section D.5.

Powertech requests modification of the permit condition to
accommodate phased development of each ISR wellfield, in accordance
with standard ISR industry practice and commitments in the permit

application.

Powertech requests modification of the permit condition to
accommodate phased development of each ISR wellfield, in accordance
with standard ISR industry practice and commitments in the permit
application.
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Powertech requests changing the monitoring well sampling
requirements for consistency with standard ISR industry practice and
NRC license requirements. Powertech also requests removal of “Down-
gradient Compliance Boundary Wells” based on the alternate solution
to post-restoration groundwater monitoring provided in Attachment A-
3.
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Powertech requests changing the stabilization parameters and criteria
for consistency with standard ISR industry practice and NRC license
requirements.

ED_0053641_00002543-00102



Powertech requests modifying the baseline water quality parameter
list for consistency with NRC license requirements.
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Powertech requests omitting gross gamma, lead-210, polonium-210,
and thorium-230 from the baseline water quality parameter list for
consistency with NRC license requirements.
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Powertech requests omitting aluminum, antimony, beryllium,
strontium, thallium, and thorium from the baseline water quality
parameter list.

Powertech requests omitting silica from the baseline water quality
parameter list.
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Powertech requests modifying the baseline water quality parameter
list to specify dissolved rather than total metals.

Powertech requests modifying the baseline water quality parameter
list to specify adjusted gross alpha.

Powertech requests modification of Section 5.4 of the Fact Sheet for
consistency with the draft permit and permit application. No change is
requested to the draft permit condition.
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Powertech proposes to conduct geochemical modeling using site-
specific data rather than column testing to demonstrate that no ISR
contaminants will cause a violation of MCLs or otherwise adversely
affect human health outside of the exempted aquifer for Burdock
Wellfields 6, 7 and 8. Attachment A-3 provides explanation of the
relative advantages of geochemical modeling to column testing.
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Powertech requests changing the reference for maximum injection
pressure to Part VIII, Section E.1.
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Powertech requests that the permit provision be modified for
consistency with 40 CFR § 146.4(a).

Powertech requests modification of Figure 4 or additional clarification
for consistency with Table 9.

Please refer to Attachment A-3 for a proposed alternate solution to
post-restoration groundwater monitoring. In the event that post-
restoration monitoring is required, please refer to Attachment A-2 for a
proposed alternate solution for locating Down-Gradient Compliance
Boundary Monitoring Wells and Attachment A-4 for a proposed
alternate solution to establishing initial baseline values and updating
baseline values for Down-Gradient Compliance Boundary Monitoring
Wells.
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Please refer to Attachment A-5 for a proposed alternate solution to
column testing, Attachment A-3 for a proposed alternate solution to
post-restoration groundwater monitoring, and Attachment A-1 for a
proposed alternate solution to collecting core samples during wellfield
development. Powertech proposes to conduct geochemical modeling
using site-specific data rather than column testing to demonstrate that
no ISR contaminants will cause a violation of MCLs or otherwise
adversely affect human health outside of the exempted aquifer.

[add this instead]
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[additional changes]

Powertech suggests renaming Figure 5 to include “typical” in the title
and adding “(if used)” to the well screen, gravel pack, sand trap and
check valve labels on the figure for consistency with the Class Il permit
application.

Powertech requests clarification in the draft permit condition that PVC
is suitable for use.
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Powertech requests removing “production pipe” from regulation under
the Class Il permit for the reasons provided herein.

Powertech requests changing the ASTM standard and removing the
NSF standard for injection pipe requirements on the basis that the
incorrect ASTM standard is cited and NSF 14 is applicable to potable
water systems.
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Powertech requests changing all instances of “cement” to
“cement/bentonite grout” for internal consistency and for consistency
with commitments in the permit application.

Recognizing that EPA’s primary concern is that additional private
drinking water wells could be constructed in the project vicinity prior to
operations, Powertech proposes to replace the requirement to
commence construction within a specified timeline with a requirement
to present an annual Area of Review (AOR) update to EPA until
construction commences.

Powertech proposes to conduct a bounding analysis demonstration for
each header house that manifold monitoring is comparable to
individual well monitoring using the maximum anticipated carbon
dioxide and oxygen injection rates. As long as adjustments stay within
the range of the bounding analysis, no repeat demonstration would be
required. The bounding analysis would be provided to EPA within the
next Quarterly Monitoring Report.
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The change is requested in order to provide flexibility concerning the
measurement and monitoring locations for individual wellfields and for
consistency with the NRC license and standard ISR industry practice.

Powertech requests removing Part V, Section 1.3 or providing an
explanation as to how the two groups of requirements differ.

Powertech requests modifying the permit condition to recognize that
Authorization to Commence Injection would be issued on a wellfield
basis and not all injection and production wells would be installed prior
to requesting Authorization to Commence Injection. See also comment
#8.

Powertech requests combining the two sections as shown.

Typographical correction.
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Powertech requests modifying the permit condition to recognize that
not all injection and production wells would be installed during initial
wellfield development. See also comment #8.

Powertech requests removing the redundant monitoring requirements.

Powertech requests correcting the reference from Table 14D to Table
14F, which contains the monitoring requirements during groundwater
restoration.

Powertech requests the flexibility to recirculate groundwater during
groundwater restoration. Powertech also requests the flexibility to
inject a chemical reductant after prior authorization from EPA.

Powertech requests removing this condition based on the justification
provided in Attachment A-3. If post-restoration groundwater
monitoring is required, Powertech requests the topographical error.
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The changes are requested in order to provide flexibility concerning the
measurement and monitoring locations for individual wellfields and for
consistency with the NRC license and standard ISR industry practice.
See also comment #36.

As described in comment #16, Powertech requests modifying Table 8
for consistency with Table 6.1-1 of the approved NRC license
application. Further, in accordance with Attachment A-6, Powertech
asserts that the excursion corrective actions reviewed and approved by
NRC are adequately protective of the non-injection interval monitoring
wells without establishing baseline permit limits for these wells.

As described in Attachment A-3, Powertech has proposed an alternate
solution to post-restoration groundwater monitoring. In the event that
that approach is not approved, the proposed revisions are requested as
explained in Attachment A-4.
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Understanding that EPA’s primary concern is to be provided with the
results of the monitoring performed under NRC license requirements,
Powertech requests that EPA remove duplicative monitoring
requirements for monitoring required by the NRC license. This includes
excursion monitoring (Tables 14C, 14D and 14F), stock and domestic
well monitoring (Table 14H) and sampling operational monitoring wells
(Table 14H, Table 16 and Figures 10-14). The reporting requirements
under Table 14H would require Powertech to provide monitoring
results to EPA in the quarterly reports, without the need to specify
monitoring locations, frequencies, or parameters in the Class Il permit.
See also Attachment A-7 for additional justification for the removal of
Table 14C.

[add this requirement]
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The changes are requested in order to provide flexibility concerning the
measurement and monitoring locations for individual wellfields and for
consistency with the NRC license and standard ISR industry practice.
See also comment #36. Alternately, the location where monitoring
would occur could be removed for consistency with Table 14E.

As described in comment #49, Powertech requests removal of Table
14F, since it contains monitoring requirements under NRC regulatory
jurisdiction. In the event that the table is not removed, Powertech

requests modification of the table title for consistency with NRC license
requirements.
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Powertech requests removal of Table 14G on the basis of the proposed
alternate solution to post-restoration monitoring in Attachment A-3. In
the event that post-restoration monitoring is required, Powertech
requests modification of the non-injection interval monitoring well
water level monitoring requirement to every 6 months for internal
consistency within the document. Please see comment #54. Powertech
also requests modification of the water level monitoring requirements
for internal consistency with the draft permit. Please refer to
Attachment A-9 for a proposed alternate solution to monitoring non-
injection interval monitoring wells during post-restoration
groundwater monitoring.

As described in comment #49, Powertech requests removal of
monitoring requirements in Table 14H that are duplicative of NRC
monitoring requirements, including those for stock wells and
operational monitoring wells. In the event that those modifications are
not made, Powertech requests modification of the parameter list for
operational monitoring wells for consistency with NRC license
requirements.

Powertech also requests removal of the proposed quarterly monitoring
requirements for down-gradient perimeter monitoring wells and non-
injection interval monitoring wells, since no justification is provided in
the draft permit for this monitoring.

Powertech also requests removal of the quarterly monitoring
requirements for Down-gradient Compliance Boundary Monitoring
Wells, as described in Attachment A-4.
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As described in Attachment A-3, Powertech requests removal of the
post-restoration monitoring requirements in lieu of geochemical
modeling using site-specific data. In the event that that request is not
approved, Powertech suggests adding the 6-month excursion
monitoring in non-injection interval monitoring wells for consistency
with Part IX, Section E.4 and for the excursion monitoring parameters,
as described in Attachment A-9.

As described in comment #49, Powertech requests removal of Table
14J, since it contains monitoring requirements under NRC regulatory
jurisdiction. In the event that those modifications are not made,
Powertech requests modification of the parameter list for domestic
wells for consistency with NRC license requirements.

Powertech also requests modifying the location of the domestic wells
included in the operational monitoring program for consistency with
NRC license requirements.
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Powertech requests clarification in the draft permit on the definition of
system failures and verification that alarms or shutdowns not resulting
in any violations of permit conditions would not require 24-hour
reporting. Powertech also request EPA review of the apparent
discrepancy between the reporting requirements for “any other
noncompliance.”

See also comment #49, which requests removal of additional
monitoring requirements that are duplicative of NRC monitoring
requirements, including those for domestic wells. In the event that
those modifications are not made, Powertech requests modification of
the parameter list and location for domestic wells for consistency with
NRC license requirements. See also comment #55.

See also comment #49, which requests removal of additional
monitoring requirements that are duplicative of NRC monitoring
requirements, including those for operational groundwater monitoring
wells. In the event that those modifications are not made, Powertech
requests modification of the parameter list for operational
groundwater monitoring wells for consistency with NRC license
requirements. See also comment #53.
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As described in comment #49, Powertech requests removal of Table
14F, since it contains monitoring requirements under NRC regulatory
jurisdiction. In the event that the table is not removed, Powertech
requests modification of the table as shown.

Powertech requests correcting the internal inconsistency regarding
whether Well 41 is a stock or domestic well. Figure 3 in the Aquifer
Exemption ROD should be corrected to depict Well 41 as a stock well.

Powertech requests removing “and Stability Monitoring” for
consistency with NRC license requirements. See also comment #51.

Powertech requests removing additional monitoring requirements for
a potential expanding excursion plume based on the justification
provided in Attachment A-7.
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Powertech requests removing additional monitoring requirements for
a potential expanding excursion plume based on the justification
provided in Attachment A-7.
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Powertech requests modifying the additional monitoring and corrective
action requirements for an excursion in a non-injection interval
monitoring well as described in Attachment A-6.
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Powertech requests removing additional monitoring requirements for
a potential expanding excursion plume based on the justification
provided in Attachment A-7.

Powertech requests removing additional monitoring requirements for
a potential remnant excursion plume based on the justification
provided in Attachment A-8.

Powertech requests removing post-restoration monitoring
requirements based on the justification provided in Attachment A-3.

Please refer to Attachment A-3 for a proposed alternate solution to
post-restoration groundwater monitoring. In the event that post-
restoration groundwater monitoring is required, Powertech requests
the proposed modifications for consistency with Part IX, Section E.3
requirements.
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Please refer to Attachment A-3 for a proposed alternate solution to
post-restoration groundwater monitoring. In the event that post-
restoration groundwater monitoring is required, Powertech requests
the proposed modification for consistency with NRC license
requirements.

Please refer to Attachment A-3 for a proposed alternate solution to
post-restoration groundwater monitoring. In the event that post-
restoration groundwater monitoring is required, Powertech requests
modification of the non-injection interval excursion monitoring
requirements during post-restoration monitoring as described in
Attachment A-S.

Please refer to Attachment A-3 for a proposed alternate solution to
post-restoration groundwater monitoring. In the event that post-
restoration groundwater monitoring is required, Powertech requests

modification to clarify that an SSI within the exempted aquifer does not

signal migration of ISR contamination across the aquifer exemption
boundary. Powertech also requests clarification of the language for
consistency with 40 CFR § 144.12(a).

Powertech requests removal of this condition as duplicative of the
requirements in Part V, Section I.1. In the event that this condition
remains, Powertech requests modification for consistency with the
modifications proposed in comment #35.
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Powertech requests removing the duplicative requirements.

Typographical correction.

The proposed modifications are requested for consistency with NRC
license and State of South Dakota plugging requirements.

Powertech suggests removing the “NRC” acronym for National
Response Center.

Powertech proposes to provide EPA with an updated financial
responsibility cost estimate at least 90 days prior to initial construction
of Class Il injection wells within the permit area. This is consistent with
License Condition (LC) 9.5 in NRC license SUA-1600, which requires
Powertech to provide an updated financial assurance estimate at least
90 days prior to beginning construction activities associated with any
planned expansion or operational change that was not included in an
annual financial assurance update. Powertech proposes to provide EPA
with demonstration of financial responsibility at least 90 days prior to
commencing operations. This is also consistent with LC 9.5, which
requires Powertech to submit the financial assurance instrument for
NRC staff review and approval 90 days prior to commencing
operations.

Typographical correction.

Typographical correction.
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Comment

The legal description of the Dewey Area wellfields is incorrect.

Why are South Dakota regulations in 40 CFR § 147.2100 referenced, when those
regulations are for Class Il wells?

Class | wells should not be depicted on Figures 2a and 2b.

The draft permit condition may be misconstrued as requiring perimeter monitoring wells
to be located at least 1,600 feet from the permit area boundary.

Plate 6.21 (Cross Section J-J') in the permit application shows ore in both the Middle and
Lower Chilson in D-WF2. This comment also applies to Table 1 in the Fact Sheet, which
shows only Middle Chilson for Dewey Wellfield 2.
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The minimum number of cross sections listed in Table 3 does not appear to match the
cross sections depicted in the Appendix A figures. For B-WF6, a minimum of nine cross

sections are specified, but Figure A5 appears to show seven. For B-WF7, the table specifies
two, but Figure A5 appears to show only one.

Powertech suggests correcting “ore deposits ore deposits” under B-WF2, B-WF4, B-WF6, B-
WF7, B-WF8 and B-WF10.
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The current permit condition could be interpreted as requiring the installation of all
production and injection wells within each wellfield prior to pump testing. That would be
inconsistent with page 8-16 of the permit application, which indicates that the Injection
Authorization Data Packages will include a “Commitment to completing MIT and preparing
well completion reports for all injection wells prior to initiating injection into the wellfield.”
It would also be inconsistent with page 70 of the Fact Sheet, which indicates that the
Injection Authorization Data Package Reports should contain “Map(s) showing the
proposed production and injection well patterns.” Similarly, page 56 of the Draft
Cumulative Effects Analysis (Section 5.2.1) describes how “As a wellfield expands,
Powertech will construct additional header houses connected via buried header piping.” It
is standard ISR industry practice to install and test the complete monitoring well network
for each wellfield and a representative number of injection and production wells that are
used for baseline water quality sampling and hydrologic testing. It is not standard ISR
industry practice to install all of the injection and production wells prior to beginning
operations. These are typically added for each header house at a time, as opposed to
installing all of the production and injection wells for the entire wellfield at once.

The location of Hydro ID 693 should be Section 32, as described in Table 17.4 of the permit
application and as shown on Figure 14 and listed in Table 16 of the draft permit. Also, the
location of DB08-32-11 should be in Section 32, as shown on Plate 6.6 of the permit
application.

The location of DRJ 90 should be in the SESE quarter and the location of DB08-1-7 should
be in Section 1, as shown on Plate 6.6 of the permit application. Also, there is a typo in “T6S
R1E T6S R1E.”
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Attachment A-1 includes comments regarding the proposed requirement to collect core
samples prior to ISR operations.

As described in comment #8, not every injection and production well would be installed
during initial wellfield development. This change would also make this permit condition
consistent with Table 6, which specifies water level measurement requirements “in all
pump test wells” (as opposed to all wells), and page 56 of the Fact Sheet, which indicates
that “static potentiometric levels must be measured in every pump test well.”

As described in comment #8, not every injection and production well would be installed
during initial wellfield development. This change would also make this permit condition
consistent with Table 6, which specifies water level measurement requirements “in all
pump test wells” (as opposed to all wells), and page 56 of the Fact Sheet, which indicates
that “static potentiometric levels must be measured in every pump test well.”
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The proposed requirement to use low-stress/low-flow sampling techniques for collecting
water samples from monitoring wells is inconsistent with NRC license requirements. In
Section 14.2.2 of the permit application, Powertech committed to establishing baseline
water quality in all monitoring wells “according to NRC license requirements.” Those
requirements are found in Section 5.7.8.2 of the approved NRC license application (Exhibit
010) and include measuring the static water level (or shut-in pressure for flowing artesian
wells), purging three casing volumes, and measuring field pH, specific conductance and
temperature until each field parameter stabilizes within 10%. Typically, monitoring wells
will have dedicated submersible pumps, which are not compatible with low-flow sampling
techniques. In fact, NRC reviewed a recent licensee’s low-flow sampling methodology and
determined that it is not appropriate for groundwater protection monitoring during ISR
operations (Exhibit 011).
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As described in the previous comment, the NRC license requires analysis of three field
parameters (pH, specific conductance and temperature} during monitor well sampling. The
approved NRC license application also specifies a stability criterion of 10% for each of these
constituents. For consistency with the NRC license, Powertech suggests changing Table 7 to
list these three constituents along with the 10% stabilization criterion for each.

Analysis of oxidation-reduction potential (ORP), turbidity and dissolved oxygen are not
included in the NRC license requirements. Powertech requests omitting these constituents
from Table 7 for that reason and since these constituents are not common indicator
parameters for the relatively deep, bedrock aquifers that will be monitored. For example,
the EPA guidance document cited under Part Il, Sec. E.2.b.i.A indicates that “Oxidation-
reduction potential may not always be an appropriate stabilization parameter.” Similarly,
Appelo and Postma 2004 (Exhibit 039 at 16) state that “Eh measurements only give a
qualitative indication of redox conditions and should be made as sloppy as possible, so you
will not be tempted to relate then to anything qualitative afterwards.” Similarly, dissolved
oxygen measurements, particularly at low levels, are difficult to measure and to interpret.
Due to the potential for ambient (atmospheric) contamination, no conclusions can reliably
be drawn from dissolved oxygen measurements under typical field conditions. ORP,
turbidity and dissolved oxygen are appropriate for surface water or shallow groundwater
sampling where the water would be expected to have seasonal variation in turbidity levels
and varying dissolved oxygen and ORP concentrations. They are not appropriate for deep
bedrock aquifers where oxygen is absent and turbidity is only related to well development
and does not affect dissolved constituent concentrations.
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There is an inconsistency between the NRC license and draft permit in terms of the
parameters sampled during baseline monitoring in the perimeter monitoring wells, wells
completed within the injection interval, and non-injection interval monitoring wells.
License Condition 11.3 of SUA-1600 (Exhibit 016) requires Powertech to sample these wells
for the parameters listed in Table 6.1-1 of the approved NRC license application. Part I,
Section E.2.b.iii would require Powertech to have samples from the same wells analyzed
for a significantly different set of parameters. Key differences include:

1. Additional radiological parameters in Table 8, including gross gamma, lead-210,
polonium-210 and thorium 230.

2. Table 6.1-1 in the approved NRC license application specifies adjusted gross alpha
(excluding activity from radon and uranium), but Table 8 does not.

3. Additional metals and trace elements in Table 8, including aluminum, antimony,
beryllium, strontium, thallium and thorium.

4. Total metals in Table 8 vs. dissolved metals in Table 6.1-1 of the approved NRC license
application.

5. The addition of silica in Table 8.

Since these wells typically would be within the exempted aquifer, Powertech questions the
need to significantly expand the list of parameters beyond what was approved by NRC,
especially since that list was taken directly from NRC guidance (NUREG-1569, Exhibit 012)
and reflects constituents typically affected by ISR operations. The Table 8 comments below
provide specific justification for excluding the extra radiological parameters, metals/trace
elements and silica from Table 8. Overall, the addition of the extra parameters would slow
sample turn-around time and cost millions of dollars extra without providing any added
protection for USDWs beyond what is already required by NRC license requirements.
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It is appropriate to remove gross gamma, lead-210, polonium-210, and thorium-230 from
the list of radiological parameters required for baseline water quality analysis on the
following basis:

1. They are not required by NRC license requirements (see Table 6.1-1 of the approved
NRC license application, Exhibit 010).

2. They are not listed in NRC guidance for pre-operational baseline groundwater
monitoring (see Table 2.7.3-1 and Sections 2.7.3 and 5.7.8.3 in NUREG-1569, Exhibit 012).
3. Thorium-230 is specifically evaluated in NUREG-1569, which determined that “after
restoration, thorium in the ground water will not remain in solution because the chemistry
of thorium causes it to precipitate and chemically react with the rock matrix.”

4. They have the longest turn-around times of all analytes (standard turn-around time is 20
business days, Exhibit 013).

5. They account for most of the added cost of analysis but are unnecessary to monitor
according to the federal agency with primary regulatory jurisdiction for uranium ISR
projects in South Dakota (NRC).
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It is appropriate to remove the following metals and trace elements from the list of
baseline water quality parameters: aluminum, antimony, beryllium, strontium, thallium
and thorium. These changes are requested on the following basis:

1. They are not required by NRC license requirements (see Table 6.1-1 of the approved
NRC license application, Exhibit 010).

2. They are not listed in NRC guidance for pre-operational baseline groundwater
monitoring (see Table 2.7.3-1 and Sections 2.7.3 and 5.7.8.3 in NUREG-1569, Exhibit 012).
3. Aluminum, antimony, beryllium and thallium were below detection limits in all Fall River
wells and all but one of the Chilson wells sampled during the site characterization baseline
sampling (see Appendix N in the permit application).

4. Aluminum was specifically evaluated in NUREG-1569, which determined that “in situ
leach operations are not expected to mobilize aluminum.”

5. Thorium-232 (natural thorium) was below detection limits in all Fall River wells and all
Chilson wells sampled during the site characterization baseline sampling (see Appendix N
in the permit application).

6. The State of South Dakota does not have a human health standard for strontium in ARSD
74:54:01 Groundwater Quality Standards. Strontium is not generally associated with
uranium deposits.

It is appropriate to remove silica from the list of baseline water quality parameters on the
following basis:

1. It is not required by NRC license requirements (see Table 6.1-1 of the approved NRC
license application, Exhibit 010).

2. The only basis found within the Fact Sheet indicates that it is “included in case
Powertech or the UIC Director decides reactive transport modeling is needed ...” Although
geochemical modeling may involve analysis of constituents other than those required for
baseline characterization, such analysis would typically be limited to the restored aquifer
and/or down-gradient wells, which would be the primary focus of the modeling efforts.
Powertech could find no basis for requiring analysis of silica in all monitoring wells or for
establishing compliance limits for silica based on the baseline sampling results.

3. Even in the context of reactive transport modeling, the benefits of having silica and
aluminum data would be slight. The near neutral pH present in typical ISR lixiviants will do
little to dissolve silicate minerals.
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It is appropriate to analyze the dissolved fraction of metals rather than the total
concentration during baseline water quality sampling on the following basis:

1. Dissolved metal analysis is required by NRC license requirements (see Table 6.1-1 of the
approved NRC license application, Exhibit 010). Analyzing the same constituents for
dissolved concentrations under the NRC license and total concentrations under the EPA
permit would lead to confusion regarding establishing UCLs, groundwater restoration
targets, etc.

2. The wells for which the baseline monitoring list would apply would be within the
exempted aquifer, where NRC has primary regulatory authority for excursion monitoring,
groundwater restoration, etc. Therefore, it is appropriate to use the NRC-approved
constituent list.

3. Analytical results representing the soluble (mobile) metals are more appropriate than
suspended (particulate) metals.

4. Dissolved analyses generally are preferred for most RCRA, CERCLA, and SDWA programs
and consistent with permit requirements for UIC wells in other EPA regions and states.

5. MCLs for inorganic constituents in 40 CFR part 141 generally apply to the dissolved
fraction of the constituent.

6. South Dakota human health standards for inorganic constituents except for mercury
apply to the dissolved portion (ARSD 74:54:01:04).

It is appropriate to analyze for adjusted gross alpha (excluding activity from radon and
uranium) in the baseline samples on the following basis:

1. Table 6.1-1 in the approved NRC license application specifies adjusted gross alpha.

2. The gross alpha MCL in 40 CFR § 141.66 is for adjusted gross alpha (excluding radon and
uranium).

Section 5.4 of the Fact Sheet states that “The pump test duration must be sufficient to
create a suitable response in the injection interval perimeter monitoring well ring, a
minimum drawdown of 1 foot.” This is not specified in the draft permit provision, which
states that that the wellfield pump tests should be conducted “as necessary to create
drawdown in each injection interval perimeter monitoring well.” It is also not consistent
with the application, which indicates that the minimum drawdown would “typically” be 1
foot but does not commit to creating 1 foot of drawdown in every perimeter monitoring
well. There may be instances where a pumping test produces a clear response in a
perimeter monitoring well, but due to distance from the pumping well or other
considerations the response is not more than 1 foot.
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Please refer to Attachment A-5 for a proposed alternate solution to column testing and
Attachment A-3 for explanation of geochemical modeling proposed in place of laboratory
bench-scale testing to demonstrate that contaminants will not cross the down-gradient
aquifer exemption boundary and cause a violation of any primary MCLs or otherwise
adversely affect the health of persons.

In addition to the justification provided in Attachment A-3, Powertech asserts that
geochemical modeling should be used rather than column testing or other laboratory-scale
bench testing to evaluate the potential impact of the partially oxidized groundwater down-
gradient from Burdock Wellfields 6, 7 and 8 for the following reasons:

1. EPA appears to be focused exclusively on the attenuation capacity down-gradient of the
wellfield, whereas the key for successful groundwater restoration is to demonstrate the
aquifer’s capacity to maintain stability within the wellfield to prevent uranium and other
constituents from remobilizing. As described in Attachment A-3, EPA has concluded that
geochemical modeling can be used to provide a “defensible demonstration” that these
criteria are met. Powertech is not aware of column testing being used on any ISR projects
to make this demonstration.

2. Unlike column testing, geochemical modeling has the ability to evaluate how much
oxygen will remain in the wellfield following groundwater restoration. As described on p.
197 of the Dewey-Burdock Safety Evaluation Report (SER, Exhibit 014 at 197):

In assessing the potential for groundwater restoration, the staff reviewed a geochemical
modeling report on the Dewey-Burdock site prepared by the USGS, under contract by the
USEPA (Johnson, R. H., 2011). In its published work to date, USGS determined that the
amount of oxygen remaining in the aquifer (production zone) after restoration is a key
factor in stability. If some oxygen remains in the production zone, “some uranium is found
in the groundwater.” If no dissolved oxygen remains then “uranium is not found in
solution.”
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3. Unlike column testing, geochemical modeling has the ability to evaluate the potential
impact of reductant addition during groundwater restoration. Although Powertech’s NRC
license does not currently authorize reductant addition, the license could be amended if
needed to permit injection of sodium sulfide or another suitable reductant to deplete any
oxygen remaining after groundwater restoration.

4. Unlike column testing, geochemical modeling based on site-specific data has the ability
to assess how much reducing or attenuation capacity remains down-gradient from these
wellfields. The fact that the uranium roll fronts have not migrated further down-gradient
indicates that reducing capacity still exists.

Part V, Section F is referenced for the equation for the maximum injection pressure;
however, that section contains the fracture pressure equation but not the maximum
injection pressure equation.
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Powertech disagrees with EPA’s conclusion that Well 16 must be plugged and abandoned
in order to demonstrate that it is not a drinking water well. Apparently, EPA’s conclusion is
based on the fact that this well is considered a domestic well and the State of South Dakota
does not differentiate between stock water and drinking water uses for domestic wells.
There are several problems with this line of reasoning:

1. EPA is overreaching its regulatory authority by declaring that the only way to determine
that Well 16 does not currently serve as a source of drinking water, as required by 40 CFR §
146.4(a), is by plugging the well. Proof that the well does not currently serve as a source of
drinking water includes the following (Exhibit 032 at 5):

a. The landowner has signed an agreement that the well cannot be used for drinking water.
b. The well is disconnected from any plumbing that would allow it to be used in a residence
or otherwise as a drinking water source.

c. The well is controlled by lease agreements that give Powertech clear control over the
use of the well.

d. The well is not accessible by the public. The wellhead is contained within an
underground vault.

e. Powertech has already provided a replacement source of drinking water for the
residence (delivered water).

2. Powertech committed in its Class Il permit application and approved NRC license
application to provide a replacement water source for any well removed from private use.
Powertech is bound by this commitment to provide an alternate drinking water source for
the residence formerly served by Well 16 for the duration of the project, which surpasses
the regulatory requirement of demonstrating that the well does not currently serve as a
drinking water source.

3. Table 17.8 in the Class Il permit application demonstrates that Well 16 is unfit for
human consumption on the basis that it exceeds MCLs for gross alpha and radium-226.

Table 9 specifies that the Lower Fall River step rate test should be on the perimeter
monitoring well ring for Dewey Wellfield 1 but outside of the perimeter monitoring well
ring for Dewey Wellfields 2 and 4. Table 9 similarly specifies that the Lower or Middle
Chilson test should be on the perimeter monitoring well ring for Dewey Wellfield 2 but
outside of the perimeter monitoring well ring for Dewey Wellfields 1 and 4. in contrast,
Figure 4 shows two possible test locations that both coincide with two different perimeter
monitoring rings (1a coincides with Dewey Wellfields 1, 2 and 4, and 1b coincides with
Dewey Wellfields 1 and 2).

Attachment A-3 includes comments regarding the proposed post-restoration groundwater
monitoring requirements.
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Attachment A-5 includes comments regarding proposed column testing requirements.
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Powertech is concerned that the well construction standards depicted in Figure 5 may be
construed as requiring a well screen and gravel pack for all injection, production, and
monitoring wells. This is inconsistent with Section 11.2 of the permit application, which
specifies that the well screen assembly and filter sand may or may not be used. It is also
inconsistent with Section 7.3 of the Fact Sheet, which indicates that “The use of filter pack
is optional.” Figure 11.1 of the permit application depicted the “typical” well construction
design, whereas Figure 5 in the draft permit is labeled “Well Construction Design.” Adding
“typical” to the figure title would make it consistent with the title blocks in Figures 6 and 7
in the draft permit.

Figures 6 and 7 show PVC well casing, but “thermoplastic” is the only description in the
permit condition.
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It is not appropriate to regulate “production pipe” under the Class lil permit for the
following reasons:

1. Production pipe is defined on page 82 of the Fact Sheet as the pipe within the well
casing. For production wells, this pipe is used to convey lixiviant from the well pump to the
surface and is not associated with injection. If a leak were to develop in this pipe, it would
be contained within the well casing such that no fluids would escape from the well.

2. Although production wells may be converted to injection wells, conversion would
involve removing the submersible pump and production pipe and installing injection
tubing. Therefore, production pipe would never be associated with an injection well.

3. As shown in Figure 7, the downhole production pipe would typically be 2-inch diameter,
which is not listed in Table 12. Therefore, Table 12 does not appear to consider the
production pipe specified by Powertech (i.e., Figure 7 in the draft permit, which was taken
from the permit application, shows 2-inch downhole pipe in production wells).

The ASTM standard should be modified and the NSF standard removed for the following
reasons:

1. ASTM D2239 is for controlled inside diameter (SIDR) pipe, whereas Powertech indicated
that SDR pipe would be used (Table 12 also lists “SDR 11” in the title).

2. ASTM D2239 excludes commonly used polyethylene compounds including PE3406 and
PE3408. If an ASTM standard must be specified, Powertech suggests using ASTM D3350.

3. NSF 14 includes requirements to protect public health (generally) and potable water
systems (specifically). As long as the injection piping meets the dimension and pressure
rating requirements listed under Part V, Sections E.3.b and E.3.c, there should not be a
requirement to consider the potential human health impacts from the piping material,
since there would be no nexus for human consumption.

4. The sole purpose of injection tubing in the Class IlI injection wells is to allow for the
introduction of lixiviant and oxygen into the well casing at the deepest location possible
below the static level of fluid in the well casing. As oxygen solubility increases with depth
in water, this is only to insure maximum dissolution of oxygen.

5. There is little or no pressure differential between the inside and outside of injection
tubing, since it merely hangs within the water in the injection well, which either partially or
fully fills the well casing with the injected fluid.
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Part V, Sections E.4.a and E.4.b discuss the use of cement to seal the casing annulus, while
Section E.4.c discusses use of cement/bentonite grout. It would be more appropriate to
use “cement/bentonite grout” for internal consistency and for consistency with the permit
application, which specifies that “Cement grout could contain adequate bentonite to
maintain the cement in suspension in accordance with Halliburton cement tables.” This
change would also be consistent with Section 7.3 of the Fact Sheet, which specifies that
“Powertech must install cement/bentonite grout ...”

The proposed requirements do not seem to consider that there are a number of permits
and regulatory approvals needed prior to construction, including State of South Dakota
hearings and additional Section 106 NHPA consultation required under the NRC license.
Additionally, economic factors outside of Powertech’s control may contribute to a delay in
the onset of construction.

Part V, Section |.1 of the Draft Class Ill Area Permit would require Powertech repeat the
demonstration that manifold monitoring is comparable to individual well monitoring after
any adjustments to the carbon dioxide or oxygen feed lines at the header house. Since
minor adjustments in the gas flow rates may be made routinely, this would require
significant time and expense to retest the pressure at each well after minor adjustments.
Further, Powertech does not anticipate a significant impact on the injection pressure based
on the gaseous flow rates, since the gases would be dissolved in the lixiviant.
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The draft permit condition would require “a sampling port in the injectate trunkline to
collect representative samples of the injectate for each wellfield” within the Burdock
Central Processing Plant and the Dewey Satellite Facility. Similarly, it could be construed to
require the ability to measure the injectate and production flow rate “for each wellfield”
within the processing facilities. This is inconsistent with the approved NRC license
application, which indicates that “main trunklines” will connect the CPP and Satellite
Facility to the wellfields (generally to groups of wellfields within the Dewey or Burdock
area). Part V, Section J.2.a similarly describes “main trunk lines connecting the [processing
facilities] to the wellfields.”

Part V, Section |.3 appears to contain redundant requirements pertaining to equipment
required for monitoring within each header house and processing facility with those in Part
V, Section [.2.

See also comment #8. The statement is made that the Authorization to Commence
Injection “is issued by the Director for each well.” This appears to be inconsistent with Part
VIII, Section C, which indicates that Authorization to Commence Injection will be issued on
a wellfield basis rather than an individual well basis. Similarly, Part IX, Section F.3 describes
how written Authorization to Commence Injection will be issued on a wellfield basis. As
described in comment #8, not every injection and production well would be installed
during initial wellfield development.

Part Vi, Sections G.1 and G.4 appear to contain redundant requirements for ongoing
demonstration of internal mechanical integrity.

Powertech requests removing the space in “40 CFR §1 46.8.”
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]”

This condition appears to require construction of “all” injection and production wells within
a wellfield prior to commencing injection in the wellfield. As described in comment #8, not
every injection and production well would be installed during initial wellfield development.

Part VIiil, Sec. E.5.c appears to contain redundant requirements for demonstrating that
manifold monitoring is comparable to individual wellhead monitoring with those in Part V,
Section I.1.

Reference is made to Table 14D, but that contains monitoring requirements during ISR
operations rather than groundwater restoration.

Recirculation is commonly used during groundwater restoration to homogenize the
groundwater within the restored aquifer. As described in NUREG-1569 (Exhibit 012},
“Ground-water recirculation is used to evenly distribute water throughout the restored
well field, to dilute any pockets of remaining contamination.” It does not appear that the
draft permit conditions would authorize injection of recirculation water during
groundwater restoration. In addition, chemical reductants such as hydrogen sulfide,
sodium sulfide or sodium bisulfide are commonly used to restore reducing conditions and
immobilize metals (Exhibit 012).

Powertech requests changing “decides to reinjection” to “decides to reinject.”
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Powertech is concerned that these provisions may be construed as requiring measurement
of injection and production flow rates and monthly flow volumes within the CPP and
Satellite Facility for each wellfield.

License Condition 11.3 of SUA-1600 requires analyzing baseline samples for the
parameters listed in Table 6.1-1 of the approved NRC license application. This appears to
create an inconsistency, where baseline would be established for non-injection interval
monitoring wells according to one set of parameters, but sampling for the parameters
listed in Table 8 of the draft permit would be required to demonstrate remediation of a
monitoring well impacted by an excursion (Part IX, Section C.3.f). It would also create an
inconsistency within the draft permit, since Part Il, Section E.2.b.iii would require analyzing
baseline samples from non-injection interval monitoring wells for Table 8 parameters.

With regard to establishing baseline “permit limits” for non-injection interval monitoring
wells, please refer to Attachment A-6. Other than alluvial monitoring wells, all non-
injection interval monitoring wells would be completed within the exempted aquifer (i.e.,
within sub-units of the Fall River or Chilson aquifer). Requiring restoration to baseline
within the exempted aquifer is inconsistent with what is required for the production zone
and is not necessary to prevent contamination outside of the exempted aquifer, since
Powertech would be required to cease injection or post additional financial assurance for
remediation of the excursion in the event that an excursion is not corrected within 60 days.

Attachment A-4 includes comments regarding establishing initial baseline values and
updating baseline values for post-restoration monitoring wells.
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The draft permit contains many duplicative monitoring requirements with those required
by NRC. This includes excursion monitoring (Tables 14C, 14D and 14F), stock and domestic
well monitoring (Table 14H) and sampling operational monitoring wells (Table 14H, Table
16 and Figures 10-14). Explicitly calling out each monitoring well, sampling frequency, etc.
in the Class Il permit would require modifying the permit in the event that a monitoring
location is changed or added. This would be unduly burdensome for monitoring performed
under NRC's jurisdiction. Powertech would be willing to submit to EPA any groundwater
monitoring results and applicable changes in the NRC license monitoring requirements.
Powertech requests adding a new Section 10 under the Part IX, Section F reporting
requirements as shown.
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Powertech is concerned that these provisions may be construed as requiring measurement
of injection and production flow rates and monthly flow volumes within the CPP and
Satellite Facility for each wellfield.

The proposed requirement to conduct excursion monitoring during the stability monitoring
period is inconsistent with NRC license requirements. Section 6.1.8.1 of the approved NRC
license application indicates that excursion monitoring will occur during active restoration,
which does not include the stability monitoring period. Since the groundwater would have
been restored and no injection would occur into the wellfield during stability monitoring,
there is no nexus for an excursion to occur. The current language is also inconsistent with
Section 9.2 (page 93) of the Fact Sheet, which indicates that “Groundwater level
measurements must be recorded ... every 60 days during groundwater restoration” (with
no mention of stability monitoring).
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The table indicates that water levels should be measured in non-injection interval
monitoring wells every 60 days during post-restoration monitoring. This is inconsistent
with Part IX, Section E.3, which indicates that this monitoring can end when it is
demonstrated that the down-gradient flow pattern has been reestablished. Similarly, Part
IX, Section E.2 implies that perimeter monitoring well water level measurement can be
stopped when the down-gradient flow pattern is reestablished.

The table also indicates that during post-restoration monitoring, water samples should be
collected from each non-injection interval monitoring well every 60 days. This does not
appear to be consistent with Part IX, Section E.4, which specifies a 6-month sampling
frequency for non-injection interval monitoring wells during post-restoration monitoring.
No mention could be found in the Fact Sheet for an explanation of either the 60-day or 6-
month sampling interval for non-injection interval monitoring wells.

The table specifies that samples from operational monitoring wells (i.e., permit-area wide
monitoring wells not specific to an ISR wellfield) must be analyzed for the Table 8 list of
baseline parameters. As described in comment #16, the Table 8 list of parameters s
inconsistent with NRC license requirements, specifically with Table 6.1-1 of the approved
NRC license application. The operational monitoring well locations and parameters were
approved by NRC and determined to be in conformance with NRC guidance, including
NUREG-1569 (Exhibit 012) and NRC Regulatory Guide 4.14 (Exhibit 015). EPA has not stated
any justification for adding significantly to the parameter list and cost of analysis for these
operational monitoring wells.

No mention could be found in Part IX, Section C for the proposed requirement to sample
down-gradient wellfield perimeter monitoring well ring wells and non-injection interval
monitoring wells quarterly for the full suite of Table 8 parameters.

ED_0053641_00002543-00150



Part IX, Section E.4 specifies a 6-month sampling frequency for non-injection interval
monitoring wells during post-restoration monitoring, but this provision was not included in
Table 141. See also Attachment A-9 for comments regarding excursion monitoring in non-
injection interval monitoring wells during post-restoration monitoring.

The location of domestic wells included in the operational monitoring program is
inconsistent within the draft permit and between the draft permit and NRC license. Part IX,
Section B.4.a.i specifies that “down-gradient domestic wells within the Area of Review”
should be sampled, while Table 14J specifies that “domestic wells within 1.2 miles of the
project boundary” should be sampled. These internally inconsistent requirements also do
not match Section 5.7.8.2 of the approved NRC license application, which indicates that all
domestic wells “within 2 km of the boundary of each well field (as measured from the
perimeter monitoring well ring)” should be sampled (Exhibit 010). The same language is
included in SUA-1600 License Condition 12.10 (Exhibit 016). NRC’s explanation for the 2-km
sampling requirement is provided in the Dewey-Burdock Project SER (Exhibit 014 at pp. 61-
62):

The radius of 2 km (1.2 miles) from each proposed ISR wellfield has been shown to be
sufficient based on historical and current monitoring data from NRC licensed sites. There
are no reported instances of contamination of any monitored private wells within or
beyond 2 km of an ISR wellfield at any sites historically or currently licensed by the NRC ...
Also, the domestic well operational monitoring requirements indicate that samples from
domestic wells must be analyzed for the Table 8 list of baseline parameters. As described
in comment #16, the Table 8 list of parameters is inconsistent with NRC license
requirements, specifically with Table 6.1-1 of the approved NRC license application. EPA
has not stated any justification for adding significantly to the parameter list and cost of
analysis for these domestic wells.
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System failures should not be included within the same category as an ISR contaminant
crossing the aquifer exemption boundary. Moreover, “system failures” are not defined in
the draft Class Il permit. Powertech requests clarification of which “system failures” would
require 24-hour reporting. Regarding the automated control and data recording systems
described in Section 13 of the Class llI permit application, the automatic controls are
designed to provide alarms and, in some cases, automatic shutdown controls in the event
that pressures or flows fluctuate outside of normal operating ranges. Such shutdowns are
initiated to avoid exceeding any permit conditions. An alarm or shutdown in itself does not
indicate a system failure or exceedance of a permit condition, since it would be based on
set points below the permit thresholds. As such, Powertech requests that alarms or
automatic shutdowns not resulting in any violations of permit conditions not require 24-
hour reporting.

Also, the table indicates that 24-hour reporting is required “Upon discovery of any other
noncompliance as described in Part XlI, Section D.11.j.” However, that section indicates
other noncompliance instances are to be reported at the time that monitoring reports are
submitted.

See comment #55, which describes how the locations and parameters for operational
domestic well monitoring are inconsistent with NRC license requirements. In addition,
quarterly sampling is inconsistent with the NRC license and with other draft permit
conditions. Section 5.7.8.2 of the approved NRC license application includes Powertech’s
commitment to sample nearby domestic wells annually. Annual domestic well sampling is
also consistent with Table 14J.

See comment #53, which describes how the parameters for operational groundwater
monitoring wells are inconsistent with NRC license requirements.
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DC-2 is listed twice in Table 16, and DC-4 is missing from the table.

The figure depicts Well 41 as a stock well, but Figure 3 in the draft Aquifer Exemption ROD
depicts it as a domestic well. Section 4.2.1 of the Fact Sheet (page 30) describes how this is
now a stock watering well located at an uninhabitable residence. This residence has not
been inhabited since before Powertech has worked on the property and is believed to have
been uninhabited for at least 30 years or more. It is currently in a state of disrepair which
would not allow use of the residence.

See comment #51, which describes how the approved NRC license application requires
excursion monitoring during active restoration but not stability monitoring.

Refer to Attachment A-7, which includes comments related to the proposed monitoring
requirements and corrective actions for an “expanding excursion plume.” Specifically,
comment A-7-10 describes how standard excursion monitoring procedures include
sampling all perimeter monitoring wells every 2 weeks, which will allow Powertech to
make a timely determination whether an expanding excursion plume exists.
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Refer to Attachment A-7, which includes comments related to the proposed monitoring
requirements and corrective actions for an “expanding excursion plume.” Specifically,
comment A-7-10 describes how standard excursion monitoring procedures include
sampling “expanding excursion plume.” The excursion monitoring and corrective action
program reviewed and approved by NRC is a proven method of detecting excursions and
will provide timely detection and correction of a potential expanding excursion plume,
without the need for additional monitoring requirements or corrective actions.

ED_0053641_00002543-00154



Refer to Attachment A-6, which includes comments related to the proposed monitoring
requirements and corrective actions for an excursion in a non-injection interval monitoring
well. The excursion monitoring and corrective action program reviewed and approved by
NRC is a proven method of detecting and correcting excursions and will provide timely
correction of an excursion in a non-injection interval monitoring well.
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Refer to Attachment A-7, which includes comments related to the proposed monitoring
requirements and corrective actions for an “expanding excursion plume.” The excursion
monitoring and corrective action program reviewed and approved by NRC is a proven
method of detecting excursions and will provide timely detection and correction of a
potential expanding excursion plume, without the need for additional monitoring
requirements or corrective actions.

Refer to Attachment A-8, which includes comments related to the proposed monitoring
requirements for a “remnant excursion plume.” The excursion monitoring and corrective
action program reviewed and approved by NRC is a proven method of detecting excursions
and will provide timely detection and correction of a potential remnant excursion plume,
without the need for additional monitoring requirements or corrective actions.

Attachment A-3 includes comments regarding the proposed post-restoration monitoring
requirements.

See comment #51, which describes how the approved NRC license application requires
excursion monitoring, including measuring water levels, during active restoration but not
stability monitoring. Further, the draft permit does not specify when Powertech would be
able to terminate water level measurement in the perimeter monitoring wells.
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Since NRC license requirements do not require excursion monitoring during the stability
monitoring period, when no injection or withdrawals would occur within the wellfield, it is
incorrect to say that the Permittee will “continue to” measure the water levels.

Attachment A-9 includes comments regarding the proposed non-injection interval
excursion monitoring requirements during post-restoration monitoring.

The use of “further” in this proposed condition is incorrect, since this condition will be
triggered by an SSI within the exempted aquifer.

The requirements in Part IX, Section F.5 appear to be duplicative of those in Part V, Section
[.1. See also comment #35.
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It appears that duplicate requirements are listed under Part IX, Sections F.9.a.i and
F.9.a.i.A.

Powertech suggests correcting “shall also will.”

Requiring all injection wells to be plugged with cement is internally inconsistent within the
draft permit and inconsistent with NRC license requirements and State of South Dakota
plugging requirements. Section 6.1.9 of the approved NRC license application specifies that
wells will be plugged with bentonite or cement grout to meet the South Dakota well
abandonment standards.

The “NRC” acronym is used elsewhere in the draft permit for U.S. Nuclear Regulatory
Commission.

The proposed provision would require an updated financial responsibility cost estimate to
be submitted upon issuance of the Final Permit and a demonstration of financial
responsibility within 21 calendar days of the Effective Date of the Final Permit. As
described in comment #34, there are a number of permits and regulatory approvals
needed prior to construction, and economic factors may contribute to a delay in the onset
of construction.

Powertech suggests removing “aqua” in “the aqua Down-gradient ...”

The figure shows the south end of the wellfield rather than the north end.
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EPA Notes/Response
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about low-flow sampling
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Ex. 5 Deliberative Process (DP)
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Ex. 5 Deliberative Process (DP)
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Table 2. Draft Class 11l Fact Sheet Specific Comments

No. Page Section Type

Fl Various Various C

F2 9 2.0 C
Table 1

F3 60 5.4 C

F4 69 5.6.2 T

F5 82 7.5 C
Figure 25

F6 84 7.6.1 T

F7 93 9.2 C
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F8 94 9.3 C

F9 100 11 ET

F10
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t Specific Comments

Comment and Requested Modification

Powertech requests that EPA update the fact sheet consistent with changes made in the draft permit to Comment
address the comments in Table 1 and Attachment A. Specific comments related to the draft fact sheet are type key:
provided below. -
alternate
Refer to comment #5 in Table 1. Powertech requests updating the description of the mineralized horizons approach
in Dewey Wellfield 2 in Section 2.0, Table 1. This change would make the cross section description proposed;
consistent with that for B-WF4, 6, 7 and 8. €

Refer to comment #22 in Table 1. Powertech requests modification of the following statement: “The pump correct to

test duration must be sufficient to create a suitable response in the injection interval perimeter monitoring be

well ringa-misimum-drawdeow 1foot.” consistent
with

annlicatin

In the 3rd bullet on this page, Powertech requests correcting a typographical error as follows: “the model
incorporates the effects of concurrent production and restoration activities in other Burdock wellfields on
the Chilson aquifer potentiometric surface in the areas were where partially saturated injection intervals
are anticipated.”

Powertech requests removing or correcting Figure 25, which appears to show that 1.5-inch polyethylene
pipe would have a water pressure rating no higher than about 100 to 150 psi. The figures shown are for
Schedule 40 and 80 pipe, which is not consistent with the permit application. The Class Il permit
application (p. 10-5) indicates that SDR 11 polyethylene pipe with a pressure rating at least 150 psig will be
used between the header houses and the wells. Figure 25 is also not consistent with Part V, Section E.3.b of
the draft permit, which specifies no greater than SDR 11 polyethylene pipe must be used for injection
piping. Depending on the piping material, SDR 11 HDPE has a pressure rating of 160 psi for PE3408 or
PE3608 or 200 psi for PE 3710 or PE4710 (Plastic Pipe Institute 2008; Exhibit 031).

Moreover, the fact sheet appears to misunderstand Powertech’s commitment to maintain the injection
pressure below the pressure rating of the pipe between the header house and wellheads. Powertech’s
commitment applied to the piping between the header house and the wellheads, while EPA’s evaluation
appears to focus on the injection tubing inside the wells. As described in comment #32 in Table 1, injection
tubing is not subject to a significant pressure differential, and a failure in an injection tubing would not
release any fluids outside of the well casing.

In the paragraph above Section 7.6.2, Powertech requests correcting a typographical error as follows:
“Section 43 also requires Bewey-Burd Projest-id-4-fuby2012 thermoplastic pipe to conform to ASTM
F480.”

The statement is made that “During groundwater restoration, the expected bleed rate will be 1.0% of
groundwater removal rate in each wellfield.” This does not account for the optional groundwater sweep
described in Section 10.8.2.1.3 of the Class Il permit application. Powertech requests changing this
statement as follows: “During groundwater restoration, the expected bleed rate will be 1.0% to 17% of
groundwater removal rate in each wellfield.”
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The statement is made that “At a minimum, one wellfield in the Burdock Area and one wellfield in the
Dewey Area will be in the uranium recovery phase at the same time.” This is inconsistent with Section
10.10 (p. 10-13) of the Class Il permit application, which states that Powertech may develop either the
Burdock or Dewey area wellfields first, followed by those in the other area. Powertech’s current plans
include developing Burdock area wellfields prior to those in the Dewey area (Exhibit 026).

Powertech questions the reference to 40 CFR § 146.11(a)(4), since § 146.11 contains criteria and standards
applicable to Class | nonhazardous wells and since there is no section (a)(4) under § 146.11.
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Comment type key:

A — alternate approach proposed;

€ - correct to be consistent with application, regulations or NRC
license requirements;

E — additional explanation requested;

| — inconsistency (internally inconsistent between parts of Draft
permit or supporting documents);

R — remove; inconsistent with application, regulations or NRC
license requirements;

T - typographical error
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Table 3. Draft Aquifer Exemption Record of Decision Specific Comments

No. Draft AE ROD Fact Sheet Type
Page Section Page Section

El 3 Background C

E2 3-5 Description of E
Proposed AE

E3 4 Areal Extent of the T
AE

E4 5 Regulatory Criteria T
for AE Request

ES 7-10  Private Drinking 97-99 10.2 C

Water Wells inside
the AE Boundary

E6 8 Fig. 3 30 4.2.1 C
12-15 Flow Rates Used in
the Capture Zone

Equation
E7 15 40 CFR § 146.4(b)(1) C
ES 20-21 Vertical confinement 22 3.4.2 ]
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ES 24 Monitoring 99 11.0 C
Requirements

E10 25 Monitoring 104 12.4.2 C
Requirements

E11 25 Monitoring 123 12.10 I
Requirements

E12 25 Other C
Considerations
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ymments
Comment and Requested Modification

The estimate of 4,000 Class Il injection wells is not consistent with Powertech’s current estimate. The April
2015 Preliminary Economic Assessment for the Dewey-Burdock Project estimates 1,461 injection wells and
869 production wells for the entire project (TREC 2015; Exhibit 026). Powertech suggests clarifying the
current estimate of injection and production wells to help the public understand the total number of each.
Powertech’s previous estimate of 4,000 total injection/production wells was based on an assumption of a
much closer spacing between injection and production wells than what is currently planned. The estimate
was based on a 2010 Preliminary Economic Assessment that used a 70-foot by 70-foot dimension for each
wellfield pattern, which is roughly half of the average area used in the updated economic assessment.

Please refer to Attachment A-10 for specific comments regarding the proposed aquifer exemption
boundary and a proposed alternate solution. Powertech requests additional explanation as to whether the
aquifer exemption area is the green-dashed boundary shown in Figure 2 or 120 feet from the perimeter
monitoring well rings around the future wellfields. Comment A-10-4 in Attachment A-10 provides specific
comments regarding the risk that one or more modifications to the aquifer exemption boundary will be
needed during wellfield design and construction, since the green-dashed boundary is based on the
approximate perimeter monitoring well ring locations, which are subject to change during delineation
drilling.

Powertech requests correcting a typographical error as follows: “The areal extent of the proposed AE is
approximately 2,260 acres and i_ncludes the: areas shown in Figure 24

Uranium Project, South Dakota” September 12, 20112842, included as Appendix M of the Class Il Permit
Application.

Refer to comment #25 in Table 1, which describes how Powertech disagrees with EPA’s conclusion that
Well 16 must be plugged and abandoned in order to demonstrate that it is not a drinking water well.
Powertech disagrees with the identification of Well 41 as a drinking water well (e.g., in Figure 3 and Table
3). As described in comment #60 in Table 1, Well 41 is a stock watering well at an uninhabitable residence
that has not been inhabited for 30 years or more. Powertech requests removing this well from the capture
zone analysis and Figure 3 in the draft Aquifer Exemption ROD.

Powertech requests updating the reference on the commercial producibility of uranium to the most recent
{(2015) preliminary economic assessment for the Dewey-Burdock Project (Exhibit (26).

Powertech requests clarifying the statement at the bottom of the page that “there is a hydraulic
connection between the Fall River Formation and the Chilson Sandstone that would call into question the
integrity of the Fuson Shale as an upper confining zone to the Chilson Sandstone”. Specifically, Powertech
requests clarifying that this statement only applies to an isolated area. As currently written, the statement
could be construed as indicating a general hydraulic connection across the permit area. That is inconsistent
with page 22 of the Fact Sheet, which states:

The EPA has reviewed the information that Powertech provided in the Permit Application and has
determined that evidence indicates that except for the northeast corner of Section 1, T7S, R1E, the Fuson
member of the Lakota formation is a continuous confining zone underlying the Fall River injection interval
and overlying the Chilson Sandstone injection interval throughout the Dewey-Burdock Permit Area.
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The statement that “The stability monitoring period in the current NRC license includes 12 months” is
inconsistent with NRC license requirements and the description in the Fact Sheet. As stated correctly on
page 99 of the Fact Sheet, the stability monitoring period must be conducted “until the data show that the
most recent four consecutive quarters indicate no statistically significant increasing trend for all
constituents of concern that would lead to an exceedance above the respective standard in 10 CFR Part 40,
Appendix A, Criterion 5B(5)” (emphasis added). Powertech requests changing “12 months” to “at least 12
months” in the Draft Aquifer Exemption ROD.

The statement is made that “For the purposes of post-restoration groundwater monitoring under the Class
Il Area Permit, a contaminant will be any constituent that was not present in the USDW before the ISR
process was initiated (as determined by baseline monitoring required under the UIC Class Il Area Permit)
or any increase of statistical significance above the mean baseline concentration of any constituent
present in the USDW.” Please refer to general comment #G-4, which describes how the non-
endangerment standard of the SDWA prohibits fluid movement from injection only insofar as it would
cause a failure of a public water system to comply with health-based limits for contaminants. Powertech
requests updating this discussion to indicate that the Class Il Area Permit would prohibit migration of a
contaminant into a USDW if the presence of such contaminant may cause a violation of any primary MCL
or may otherwise adversely affect the health of persons. Further, Powertech requests replacing post-
restoration groundwater monitoring with geochemical modeling using site-specific data, as requested in
Attachment A-3.

The statement that “once wellfield groundwater reaches a down-gradient contaminant boundary, there is
a three-year period of stability monitoring to evaluate whether ISR contaminant concentrations are
demonstrating an increasing trend which might result in violation of groundwater baseline levels at the
down-gradient AE boundary” does not appear to be consistent with Part IX, Section E.13.c of the draft
permit or Section 12.10 (page 123) of the fact sheet, which specify that post-restoration monitoring must
continue for at least 2 years after arrival of the groundwater and until the most recent four consecutive
samples indicate no statistically significant increasing trend that would lead to an exceedance above the
permit limit. Powertech requests that EPA update the discussion for internal consistency. Further,
Powertech requests replacing post-restoration groundwater monitoring with geochemical modeling using
site-specific data, as requested in Attachment A-3.

Powertech requests correcting the statement that “In addition to these taste and odor concerns, Inyan
Kara wells completed within the ore zone also have radium, gross alpha and radon concentrations above
MCLs.” First, Table 17.8 in the Class Ill permit application shows that several wells also exceeded uranium
MCLs. Second, Powertech notes that there is no radon MCL, although nearly all wells exceed EPA’s
formerly proposed MCL of 300 pCi/L.
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EPA Notes/Response

Comment type key: A — alternate approach proposed;

€ — correct to be consistent with application, regulations or NRC license
requirements;

E — additional explanation requested:

| - inconsistency (internally inconsistent between parts of Draft permit or
supporting documents);

R — remove; inconsistent with application, regulations or NRC license
requirements;

1 —typographical error
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Proposed Alternate Solution to Core Sampling

Problem:

A-1-1:

A-1-2:

A-1-3:

Proposed
Alternate
Solution:

Part i1, Section D.5 of the Draft Class Il Area Permit would require Powertech to collect at least
two cores from down-gradient locations within each wellfield prior to ISR operations. According
to Part IV, Section D of the draft permit, these core samples would be tested using laboratory
bench-scale column tests after groundwater restoration has been completed in the wellfield.
Following are specific technical comments on the proposed permit conditions followed by a
proposed alternate solution.

The requirement to collect core samples prior to operations adds unnecessary expense. Figure
6.1-1in the approved NRC license application depicts the anticipated project schedule on a
wellfield-by-wellfield basis. Depending on the wellfield size, the anticipated timeline from initial
construction of an individual wellfield through operations, groundwater restoration, stability
monitoring, and regulatory approval of groundwater restoration is about 5 to 9 years. Storing
core samples from 14 wellfields for 5 to 9 years would cause undue financial burden on
Powertech. Samples would have to be stored frozen and under a nitrogen atmosphere, which
would be very expensive. In addition, the core samples would have been collected from a
licensed source material facility and would be considered source material by NRC. Many
laboratories do not have the appropriate licensing to store source material, and those that do are
limited in the quantity that can be stored at any one time. This would restrict the number of
potential storage facilities and drive up the cost even further.

The requirement to store core samples for 5 to 9 years risks compromising the integrity of the
samples. The longer the storage duration, the greater the risk of a power outage, lab closure, or
other event leading to a disruption of the controlled storage environment. Further, it is virtually
impossible to collect core samples completely free of oxygen, and any entrained oxygen would
have years to react with the material prior to testing.

As described in comment #A-5-5, limiting testing methods used to establish site-specific data to
laboratory column testing is contrary to research cited in the Draft Class il Area Permit Fact
Sheet and would not allow Powertech to take advantage of advancing research methodologies.

As described in Attachment A-3, Powertech proposes to conduct geochemical modeling using
site-specific data to evaluate the geochemical stability of the production zone and the possibility
that contaminants could be released from the restored production zone to the aquifer
exemption boundary and cause a violation of MCLs or otherwise adversely affect human health.
Powertech requests that such site-specific data not be limited to column testing using core
samples, since that would not allow Powertech to take advantage of advancing research
methodologies. The geochemical modeling procedures and collection of site-specific data would
be documented in the Closure Plan, which would be submitted to EPA for review and approval.
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In the event that core sampling is required, to solve the economic and technical feasibility issues
associated with long-term storage and delayed testing of core samples, Powertech requests that
the permit allow the flexibility to collect core samples at any time prior to conducting laboratory-
scale bench testing and from any down-gradient locations within the aquifer exemption
boundary that can be shown to be unaffected by ISR operations. This would include locations
down-gradient from perimeter monitoring wells that never experienced an excursion during
operation, which would be the vast majority of down-gradient wells based on the limited
number of excursions that have occurred at operating ISR facilities. Collecting core samples as
soon as practicable before testing would minimize the risk of the loss of core integrity and help
ensure that the most representative in-situ conditions are used during testing. This would be
consistent with various recent research studies on natural attenuation, none of which waited 5 to
9 years between core sample collection and laboratory testing.
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EPA Notes/Response
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Proposed Alternate Solution to Locating Down-gradient Compliance Boundary Monitoring Wells

Note: . . .
As described in Attachment A-3, Powertech has proposed an alternate solution to post-

restoration groundwater monitoring. In the event that this solution is not approved, this
proposed alternate discusses proposed revisions to the location of down-gradient
compliance boundary monitoring wells.

Problem: Part IV, Section B.2 of the Draft Class Ill Area Permit would require down-gradient
compliance boundary (DGCB) monitoring wells to be located “anywhere between the down-
gradient portion of the wellfield perimeter monitoring well ring and the down-gradient
wellfield boundary.” Following are specific technical comments on the proposed permit
conditions followed by a proposed alternate solution.

A-2-1:

Requiring a new set of wells between the wellfield and down-gradient perimeter
monitoring wells would cause an undue financial burden in terms of:

Well installation (at least 200-300 additional wells would be needed)

Pre-operational baseline sampling

Pump testing to verify each well is in hydraulic communication with the wellfield and to
estimate time of travel to each well under natural groundwater flow conditions

The need for the down-gradient monitoring wells since there has never been a
documented off-site impact to non-exempt groundwater (refer to general comment #G-1)

As described in comment #G-14, Powertech estimates that the additional incremental costs
for the DGCB monitoring wells, post-restoration groundwater monitoring and other
groundwater monitoring that would be required by the draft permit above and beyond that
required by NRC license conditions and commitments in Powertech’s approved NRC license
application and Class lll permit application are estimated to be approximately $30 million
over the life of the project. This includes the costs of additional well construction and
reclamation, labor and equipment to collect samples, costs of laboratory analytical work,
geochemical modeling and core collection/column testing. It is based on very conservative
durations of post-restoration groundwater monitoring (assuming pumping) and does not
consider the added cost for maintaining financial responsibility and lease agreements for
several additional years. These additional costs are not incurred by any existing or
previously permitted uranium ISR project. This would represent a substantial increase in the
overall life-of-mine project costs, equating to as much as a 10% increase in the unit cost of
yellowcake produced, resulting in an economic burden and competitive disadvantage for
Powertech. It should be added that these costs are highly dependent on the timeline for
which groundwater restoration/stability is completed and approved by regulatory agencies
and could increase significantly.

Of this cost, about $7 million is attributed to installing DGCB monitoring wells separate from
the perimeter monitoring well ring, conducting baseline pump testing and water quality
characterization prior to ISR operations and reclaiming the additional wells. In other words,
it would cost about $7 million more to install the DGCB monitoring wells separate from the
perimeter monitoring wells as compared to using the perimeter monitoring wells for post-
restoration groundwater monitoring, if required.
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A-2-2:

A-2-3:

A-2-4:

A-2-5:

Proposed Alternate
Solution:

Installing 200-300 additional DGCB monitoring wells would result in additional surface
disturbance in an area that otherwise would be left almost entirely undisturbed throughout
the project (i.e., the disturbance buffer area between the fenced wellfield pattern area and
perimeter monitoring well ring). Assuming a typical disturbance area of 4,900 square feet
(0.1 acre) per well (70-foot x 70-foot well pad), the total estimated additional disturbance is
22 to 34 acres. This represents 9 to 14% additional surface disturbance compared to the
total estimated surface disturbance of 243 acres for the Class V injection well wastewater
disposal option.

Installing what would amount to a second monitoring “ring” extending around a portion of
each wellfield could be confusing to the public and various agencies for compliance
monitoring purposes. For example, it could lead to questions as to why excursion
monitoring is required at one set of wells but not the other. Also, ISR operators often install
trend wells for internal (non-compliance) data gathering purposes between the wellfield
pattern area and perimeter monitoring well ring, and those could be confused with DGCB
monitoring wells by the public or regulators. The requirement could hinder Powertech’s
ability to install trend wells without having them construed as compliance wells.

Down-gradient compliance boundary monitoring wells are already required by NRC license
requirements. Down-gradient perimeter monitoring wells must be installed prior to
operations, sampled for baseline water quality, determined to be in communication with
the wellfield through pump testing and monitored throughout ISR operations and
groundwater restoration.

Powertech has identified areas with the highest uranium mineralization and will develop
wellfields in those areas. However, it is likely that uranium mineralization exists outside of
the wellfield boundaries that potentially impacts water quality. Such variations may cause
difficulty in baseline characterization for additional DGCB monitoring wells because of
proximity to the wellfield. These types of variability are much less likely to occur in the
perimeter monitoring ring wells, since they will be 400 feet distant from the edge of the
wellfield.

Powertech requests the flexibility to use only perimeter monitoring wells for post-
restoration groundwater monitoring, if required. This would have the following advantages
compared to the requirement to install separate monitoring wells for this purpose:

1) No additional wells would need to be installed, which would save on drilling costs,
surface disturbance, drill rig emissions, and other potential impacts related to significantly
increasing the number of monitoring wells.

2) No additional pre-operational baseline sampling would be required, since the NRC
license requires comprehensive characterization of the pre-operational water quality in
perimeter monitoring wells. If EPA requires additional parameters to be analyzed, this could
be done without collecting separate samples.
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3) No additional pump testing would be required, since the NRC license and draft Class Il
permit conditions both require Powertech to demonstrate that perimeter monitoring wells
are in hydraulic communication with the wellfield pattern area. In addition, the information
gathered through pump testing would allow Powertech to estimate the average linear
groundwater flow velocity and corresponding travel time to each DGCB monitoring well, as
required by Part IV, Section B.6 of the draft permit.

4) Locating the DGCB monitoring wells at the perimeter monitoring ring would make it less
likely that the wells would be impacted by an operational excursion, since they would be
farther away from the wellfield. Moreover, the added distance would help ensure that only
excursion parameters would potentially affect the well, since those parameters advance
ahead of reactive constituents in any outwardly moving plume. Due to their highly mobile
and less reactive nature, excursion parameters such as chloride would advance ahead of
constituents of concern such as uranium. In general, the farther the distance of travel the
greater the separation between the early warning constituents and contaminants that could
cause a violation of MCLs or otherwise adversely affect human health. With distances of
400-500 feet at historically operated ISR facilities, this early warning system has proven
effective for many decades. This is described in the NRC SEIS for the Moore Ranch ISR
Project (Exhibit 017 at p. B-75):

NRC does not define an excursion as contamination that moves into a USDW. An excursion
is defined as an event where a monitoring well in overlying, underlying, or perimeter well
ring detects an increase in specific water quality indicators, usually chloride, alkalinity and
conductivity, which may signal that fluids are moving out from the wellfield. These specific
water quality parameters are used because they are present in high concentrations in the
ISR production fluids and are “conservative” in the sense that they move at roughly the
same rate as the groundwater flow and are not significantly attenuated by adsorption or
reduced by other factors. Therefore, they serve as early indicators of imbalance in the
wellfield flow system to notify operators to take appropriate actions. The perimeter
monitoring wells are located in a buffer region surrounding the wellfield within the
exempted portion of the aquifer. These wells are specifically located in this buffer zone to
detect and correct an excursion before it reaches a USDW. The overlying and underlying
monitoring wells are located in aquifers that are separated from the ore zone by aquitards,
which NRC has determined have sufficient thickness and integrity to prevent an excursion.
However, in all cases, any excursion that lasts longer than 60 days is required to undergo
corrective action to meet the drinking water protection standards in 10 CFR Part 40,
Appendix A 5(B) 5. To date, no excursions from an NRC-licensed ISR facility has
contaminated a USDW.
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5} Locating the down-gradient compliance monitoring wells farther from the wellfield
would increase the opportunity for natural attenuation of impacted groundwater due to the
longer distance.

6} Verification that the down-gradient compliance monitoring wells are not impacted by ISR
solutions prior to post-restoration groundwater monitoring would be demonstrated
through the excursion monitoring program that would be implemented from the onset of
operations through groundwater restoration. As described in Section 3.3.2.1 of the Draft
Cumulative Effects Analysis, “The monitoring well detection system described in Section
12.5 of the Class Il Area Permit Fact Sheet is a proven method used at historically and
currently operated ISR facilities.” Existing NRC license conditions and Class Il permit
requirements would necessitate correcting any horizontal excursion long before the onset
of post-restoration groundwater monitoring. As described previously, excursion monitoring
is designed to provide early detection of non-hazardous indicator parameters (chloride,
specific conductance and total alkalinity) before any contaminant reaches the well that
could cause a violation of any primary drinking water regulation or otherwise adversely
affect human health.

7} The buffer area between the perimeter monitoring well ring and the aquifer exemption
boundary would provide flexibility to install additional down-gradient compliance wells if
needed (e.g., if a statistically significant increase of a contaminant concentration were
detected in a well during post-restoration groundwater monitoring).

8) The stated purpose of down-gradient monitoring is “to verify that no ISR contaminant
will cross the aquifer exemption boundary” (e.g., Section 5.5 of the Draft Class Il Area
Permit Fact Sheet). The down-gradient perimeter monitoring wells are positioned to satisfy
this purpose. Any well location that is down-gradient of the wellfield and within the aquifer
exemption boundary would be suited to this purpose.

9) Since there has never been a documented occurrence of off-site impact to non-exempt
groundwater in decades of U.S. ISR operations (general comment #G-1), there is no
documented need for post-restoration groundwater monitoring down-gradient from the
wellfield. Therefore, using existing down-gradient wells for this monitoring, if required,
would not lessen any known risk of contamination.

10) Having only one set of down-gradient wells to monitor for potential excursions during
operations and to verify that no contaminants will cross the aquifer exemption boundary
and cause a violation of MCLs or otherwise adversely affect human health after
groundwater restoration would significantly simplify the monitoring scheme and make it
more understandable to members of the public, Powertech operators, and various
regulatory agencies such as NRC, EPA, and SD DENR. It would also keep the monitoring well
network consistent with other U.S. ISR operations, including those in EPA Region 8.
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Proposed Alternate !
Problem:

A-3-1:
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A-3-3:

A-3-4:
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A-3-7:
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Alternate Solution to Post-restoration Groundwater Monitoring

Part IX, Section E of the Draft Class Il Area Permit would require post-restoration groundwater monitoring
for each wellfield after NRC approval that groundwater restoration has been successfully completed in
accordance with the standards in 10 CFR Part 40, Appendix A, Criterion 5B(5). From a regulatory
standpoint, the duplicative down-gradient compliance monitoring is not required, considering that the NRC
license already requires Powertech to monitor down-gradient perimeter monitoring wells during ISR
operations and groundwater restoration. From a human health standpoint, existing NRC license
requirements have been demonstrated to be protective of human health and the environment (refer to
General Comment #G-1). NRC’s determination to this effect is found in the Dewey-Burdock Project SER
(Exhibit 014 at 93):

The staff conducted a detailed review and evaluation on the proposed ISR process and equipment
presented in the application and found they are acceptable. License conditions will impose additional
inspections, data collection, and reporting requirements on the applicant and provide additional assurance.
The staff finds sections reviewed are consistent with the acceptance criteria of standard review plan
Section 3.1.3 and comply with 10 CFR 40.32(c), which requires the applicant’s proposed equipment,
facilities, and procedures to be adequate to protect health and minimize danger to life or property. The
staff also finds the proposed operations comply with 10 CFR 40.41(c), which requires the applicant to
confine source or byproduct material to the location and purposes authorized in the license. Staff finds that
the proposed ISR operations are consistent with NRC-accepted practices and are consistent with operations
employed safely at existing NRC-licensed facilities. Based on commitments in the application and the
license conditions identified above, NRC staff concludes that the applicant will be able to operate the ISR
process in a manner that is safe for workers and the public health and safety and the environment.

From technical and economic standpoints, the proposed post-restoration groundwater monitoring
requirements are infeasible based on the following comments.

Time of Travel under Natural Groundwater Conditions

Figure A3-1 shows the approximate configuration of Dewey Wellfield 1, as depicted in Plate 7.1 of the Class
IIl permit application, along with the natural groundwater flow direction from Figure 5.2 in the Class lii
permit application. This figure shows that the natural groundwater gradient closely follows the longitudinal
wellfield axis, much more so than what is depicted in Figure B4 in the Draft Class ill Area Permit. The result
is that the distance along the natural groundwater flow path between the wellfield and potential DGCB
monitoring wells is much farther than the offset distance of the DGCB wells from the wellfield.

This is illustrated in Table A3-1, which compares the distance along the natural groundwater flow path
from the down-gradient edge of the wellfield to potential DGCB monitoring wells placed either 200 or 400
feet from the wellfield. The distance of groundwater travel ranges from 200 to 3,078 feet for wells placed
200 feet from the pattern area and 400 to 3,570 feet for wells placed 400 feet from the pattern area. Based
on the average Fall River groundwater flow velocity of 6.1 feet per year, from Appendix 6.1-A (numerical
groundwater flow model) of the approved NRC license application (Exhibit 018 at p. 6.1-A-11), it would
take 33 to 505 years for groundwater to reach DGCB monitoring wells placed 200 feet from the wellfield or
66 to 585 years to reach wells placed 400 feet from the wellfield. Since the draft permit would require
verification that the tracer reaches each DGCB monitoring well, it would be necessary to wait at least 500
years for groundwater to reach the most distant wells under natural groundwater flow conditions.

Table &3-1. Distance and Time of Travel to Down-gradient Wells from Dewey Wellfield 1
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Well No.! Scenario & — Wells Placed 200 Feet Scenario B — Wells Placed 400 feet
from Wellfield from Wellfield

{Halfway to Perimeter Monitoring Wells) {Perimeter Monitoring Wells)
Doum-Gradient Time of TraveF Dovm-Gradient Time of TravelF
Distance [feet) {years] Distance [feet) {years]

1 1,3% 229 M/AZ

2 1,270 208 MN/AZ -

3 373 &l 1,924 315

4 426 Fi8! Blo 134

o 200 33 400 ¥]¥]

] 3k &l 2761 453

Fi 2,083 441 3270 252

a 3078 aC5 3,397 237

9 2702 443 3002 497

10 2402 33 2,602 427

11 2002 38 MN/AZ -

12 1555 260 M2 -

13 1,371 25 N/#2

14 972 139 MiAZ -

Average 1459 244 2309 379

MNotes:

L Refer to Figure A3-1 for well locatians.

20ell location is not dovwn-gradient under natural groundwater flow direction,

2 Tirmnme of travel calculated using 6.1 feet per vear average Fall River agquifer groundwater velocity from Appendix 6.1-4
[hurmerical groundwater flow model) of the approved MRC license application (Exhibit 015 at p. 6.1-A-11).

Given that Dewey Wellfield 1 would be about 4,700 feet long, the travel time from the upgradient edge of
the wellfield to potential DGCB monitoring wells would be hundreds of years for any well. Figure A3-1
shows that the minimum distance would occur for potential DGCB monitoring well location 2, southwest of
the wellfield. Even this minimum distance is more than 2,600 feet, corresponding to a travel time of 400 to
500 years. If it were necessary to inject a tracer at the northernmost point in the wellfield, such that it
would travel through the entire wellfield en route to a DGCB monitoring well, it would have to travel a
distance of about 5,000 feet. This would take about 800 years under natural groundwater flow conditions.
Clearly such travel times are technically infeasible regardless of how far the DGCB monitoring wells are
placed from the wellfield.

Interference from Other Wellfields
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EPA has not considered potential interference from nearby wellfields in the proposed post-restoration
groundwater monitoring requirements. There are many instances of adjacent or nearby wellfields
targeting the same aquifer or sub-aquifer unit for uranium recovery and groundwater restoration (e.g.,
Dewey Wellfields 1 and 3 both target the Lower Fall River and Burdock Wellfields 1, 2, 4, 6 and 7 all target
the Middle/Lower Chilson). Since wellfield development would be phased, generally it would not be
possible to conduct post-restoration groundwater monitoring under natural groundwater flow conditions
for one wellfield until all ISR operations and groundwater restoration are completed in nearby wellfields
targeting the same aquifer. This is illustrated in Appendix 6.1-A (numerical groundwater flow model) of the
approved NRC license application (Exhibit 018 at pp. 6.1-A-101 through 102). The modeling results show
that the potentiometric surfaces of the Fall River and Chilson aquifers will not recover to pre-operational
levels until 1 to 2 years after the end of groundwater restoration in all wellfields. Prior to this time, the
direction of groundwater flow in the vicinity of each wellfield will be influenced by operation and
restoration bleed in other wellfields, which would impact which DGCB monitoring wells would actually be
down-gradient of the wellfield. Conducting post-restoration groundwater monitoring, including tracer
tests, prior to the project-wide end of ISR operations and groundwater restoration would be technically
infeasible as natural groundwater flow conditions would not exist until the cone of depression for each
wellfield has fully recovered to baseline (pre-ISR) conditions.

The draft permit also does not include any provisions to address instances where one wellfield occurs
down-gradient from another wellfield targeting the same aquifer (e.g., Burdock Wellfield 2 is down-
gradient from Burdock Wellfields 1 and 4; Burdock Wellfield 1 is also down-gradient from Burdock
Wellfield 6). Occurrences of multiple wellfields in close proximity targeting the same aquifer make the
proposed requirement to conduct post-restoration groundwater monitoring on an individual wellfield basis
technically infeasible in certain situations. For example, a tracer test conducted at the down-gradient edge
of Burdock Wellfield 4 would have to flow through Burdock Wellfield 2 before reaching a DGCB monitoring
well. This could lead to confusion for Powertech and regulators regarding the approval status of a wellfield.
For instance, if Burdock Wellfield 2 achieved regulatory approval for successful post-restoration
groundwater monitoring, but later a statistically significant increase was observed during post-restoration
groundwater monitoring of Burdock Wellfield 4 using the same DGCB monitoring well, would this reopen
the approval status of Burdock Wellfield 2?

Lag between Tracer and Reactive Constituents

EPA has not considered the lag in the travel time between arrival of the conservative tracer (chloride) and
reactive constituents (e.g., uranium). The Johnson and Tutu reactive transport model cited in the Draft
Class Il Area Permit Fact Sheet shows that it will take hundreds of years longer for a reactive constituent
(affected by sorption) to reach a down-gradient perimeter monitoring well compared to a conservative
constituent (no sorption). This lag does not seem to have been considered in the proposed requirement to
conduct post-restoration groundwater monitoring for 2 years after arrival of the tracer. Unless the post-
restoration groundwater monitoring period were extended for 100 years or more, there is very little
chance that uranium and other reactive constituents would be detected according to research included in
the fact sheet. Monitoring for hundreds of years would be technically and economically infeasible.

Reduced Attenuation Capacity if Pumping Is Used
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As a potential remedy for hundreds of years of post-restoration groundwater monitoring under natural
groundwater flow conditions, the draft permit would allow the flexibility to pump the DGCB monitoring
wells to decrease the travel time. This is a technically infeasible alternative, since it could impact the
ambient groundwater conditions and affect geochemical reactions that would attenuate the concentration
of uranium and other reactive constituents in the buffer area between the wellfield and the aquifer
exemption boundary. Pumping will change ambient conditions by pulling in groundwater not only from the
wellfield but also from all other directions toward the pumped well. A change in pH or an increase or
decrease in the carbonate concentrations could significantly impact the rate and extent of sorption
reactions. Any type of pumping could change geochemical conditions, particularly for reductive-driven
precipitation reactions. Pumping also may inadvertently introduce more oxygen or other oxidants along
the flow path, and these oxidants may hinder formation of reduced minerals of uranium and other
constituents or dissolve previously formed uraninite (UO2). Effectively, EPA is proposing to pull any
impacted groundwater remaining in the wellfield toward the aquifer exemption boundary in order to
verify that no contaminants cross the aquifer exemption boundary. If a larger buffer area were available
between the perimeter monitoring well ring and the aquifer exemption boundary, as originally proposed
by Powertech, it might be feasible to pump groundwater to the perimeter monitoring well ring (see
Attachment A-10 for a proposed alternate aquifer exemption boundary). However, since very little buffer
area is provided, this alternative is technically infeasible and likely to result in contaminants being detected
at DGCB monitoring wells that otherwise would attenuate under natural groundwater flow conditions.

Monitoring Is Unnecessary Due to the NRC Groundwater Restoration Approval Process

As described in Section 10.8.1 of the Class Il permit application, Powertech will be required by NRC license
condition and federal regulation to restore groundwater in each wellfield to satisfy the groundwater
quality standards in 10 CFR Part 40, Appendix A, Criterion 5B(5). This requires restoration to baseline
(background) or an MCL, whichever is higher, or an alternate concentration limit (ACL). These groundwater
protection standards are designed to ensure that

the concentrations at the point of compliance (POC) — within the wellfield — protect human health and the
environment at the point of exposure (POE) — at the aquifer exemption boundary. In particular, in order to
approve an ACL application, NRC must determine that there will be no migration of recovery solutions
outside of the aquifer exemption boundary. This is clarified in Appendix B of the NRC SEIS (Exhibit 008 at p.
B-3, emphasis added):

Before an ISR licensee is allowed to extract uranium, the U.S. Environmental Protection Agency (EPA)
under 40 CFR 146.4 and in accordance with the Safe Drinking Water Act must issue an aquifer exemption
covering the portion of the aquifer in which the uranium-bearing rock is located. EPA cannot exempt the
portion of the aquifer unless it is found that “it does not currently serve as a source of drinking water” and
“cannot now and will not in the future serve as a source of drinking water.” Due to these criteria, only
impacts outside of the exempted aquifer are evaluated. In most cases, the water in aquifers adjacent to the
uranium ore zones does not meet drinking water standards. The staff will not approve an ACL if it will
affect any adjacent USDWs.

More information on the ACL approval process is provided in the National Mining Association’s comments
on the previously proposed 40 CFR Part 192 rulemaking (Exhibit 009 at p. 13, emphasis added):

ED_0053641_00002543-00222



In the event a licensee determines that an ACL is warranted, it is required to submit a wellfield-specific
license amendment application to NRC for its review and approval, including a mandatory technical/safety
and environmental review, production of a safety evaluation report (SER) and, at a minimum, an
environmental assessment (EA), and notice of an opportunity for an administrative hearing before the
Atomic Safety and Licensing Board (ASLB). An ACL is a site-specific (wellfield-specific), constituent-specific,
risk-based human health standard that addresses thirteen specific requirements, including satisfaction of
the ALARA standard, that the Commission will consider when evaluating an ACL license amendment
application. Such a license amendment application is required to include an affirmative demonstration by
the licensee that all of Criterion 5B(6) standards for ACLs have been met, including the ALARA standard,
showing that the licensee has attempted to restore groundwater within the depleted ore body to primary
or secondary restoration goals in Criterion 5B(5). In accordance with ACL requirements, the licensee also
must demonstrate that the values calculated for ACLs and the geochemistry in the depleted ore body will
be adequately protective of human health and the environment at the POE —i.e., will not pose a
substantial present or future hazard.

A Second Round of Post-Restoration Groundwater Monitoring Is Unwarranted

Page 123 of the fact sheet describes the proposed requirement “to evaluate the potential impacts of
groundwater located upgradient of the restored wellfield to mobilize any ISR contaminants ... to ensure
that no rebound of contaminant concentrations occurs once the upgradient groundwater passes through
the portion of the injection zone aquifer located down-gradient of the restored wellfield.” This does not
seem to consider that a cone of depression is maintained in each wellfield during ISR operations and
groundwater restoration, which causes a continuous influx of groundwater from upgradient areas
surrounding each wellfield into the wellfield. Due to this continuous intermixing of water within the
restored wellfield with up-gradient water from the surrounding aquifer, there is no basis for an assumption
that there would be a significant shift in geochemical conditions following groundwater restoration.
Further, Powertech’s NRC license allows for conducting groundwater sweep during groundwater
restoration, which will draw native groundwater into the mining zone by pumping production wells
without injection.

Post-Restoration Groundwater Monitoring Requirements Are Inconsistent with EPA Unified Guidance

The proposed post-restoration groundwater monitoring requirements are inconsistent with EPA Unified
Guidance (Exhibit 019) with respect to the following issues:

a) The proposed monitoring requirements should use detection monitoring (i.e., to determine whether a
release to groundwater with the potential to reach the aquifer exemption boundary occurs) rather than
compliance/assessment monitoring (i.e., under the assumption that the monitoring location has been
contaminated unless demonstrated to be significantly below the groundwater protection standards). As
described on page 2-2 of the EPA Unified Guidance:

Detection monitoring is the first stage of monitoring when no or minimal releases have been identified,
designed to allow identification of significant changes in the groundwater when compared to background
or established baseline levels.

EPA Unified Guidance further notes on page 2-10 that:

Units under detection monitoring are initially presumed not to be contributing a release to the
groundwater unless demonstrated otherwise.

ED_0053641_00002543-00223



This is exactly the scenario that would occur under post-restoration groundwater monitoring. The restored
wellfield, approved by NRC as meeting applicable regulatory requirements, should be presumed to not be
contributing a release to the aquifer exemption boundary unless demonstrated otherwise. Therefore, it is
more appropriate to employ detection monitoring during post-restoration groundwater monitoring and
only transition to compliance/assessment monitoring if a release of a contaminant is confirmed at a DGCB
monitoring well.

b} Using the full suite of Table 8 parameters is inconsistent with EPA Unified Guidance for detection
monitoring. As stated on page 6-9 of EPA Unified Guidance, the number of constituents should be limited
in order to control the site-wide false positive rate (emphasis in original):

To help balance the risks of false positive and false negative errors, the number of statistically-tested
monitoring parameters should be limited to constituents thought to be reliable indicators of a contaminant
release ... Some means of reducing the number of tested constituents is generally necessary to design an
effective detection monitoring system.

Detection monitoring should focus on those constituents known to be present above background
concentrations following groundwater restoration, which can only be determined following groundwater
restoration. If post-restoration groundwater monitoring is required, Powertech requests flexibility to
submit the parameter list to EPA for review and approval.

¢} Use of an increasing trend for detection monitoring is inconsistent with EPA Unified Guidance, which
does not recommend trend tests as formal detection monitoring tests. It describes how trend tests are

more commonly “applied to background data prior to implementing formal detection monitoring tests”
(page 6-41).

d} The proposed retesting strategy is similar to that used for excursion monitoring, in that the 2nd and 3rd
samples must not show a statistically significant increase (5S1) in order for the 1st sample to be considered
an error. Although this type of retesting strategy works for excursion monitoring, where the UCLs are set
relatively high above baseline, it does not work for detection monitoring, where the detection limits would
be set much closer to average background concentrations. This would likely lead to excessive false
positives. Instead, EPA Unified Guidance recommends a “1-of-m” retesting strategy, in which “all m values
must be larger than the prediction limit [or other test statistic] to be declared an exceedance” (page 6-44).
Thus, if two samples were collected during retesting, all three samples (original plus two retesting samples)
would have to exceed the detection limit in order to confirm an SSI.

A-15

e) The retesting strategy also involves spacing samples only 48 hours apart using low-flow sampling
techniques under the natural groundwater gradient (some 5-10 feet/year). While closely spaced sampling
intervals work during ISR operations, when a relatively steep gradient would have caused the excursion
compared to natural conditions, such intervals are not appropriate for detection monitoring under natural
groundwater flow conditions, since they would not yield statistically independent samples. EPA Unified
Guidance recommends retesting on the same sampling schedule as routine samples are collected (in this
case quarterly or semiannually). Given that post-restoration groundwater monitoring would have to be
carried out for decades at a minimum, there would be no need for closely spaced retesting.

Economic and Land Use Impacts Have Not Been Considered
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Previous comments have shown that post-restoration groundwater monitoring could not feasibly start
under natural groundwater flow conditions until after the end of project-wide ISR operations and
groundwater restoration. They have also shown that the duration of post-restoration groundwater
monitoring under natural groundwater flow conditions would be several decades at a minimum and more
likely centuries. This would require Powertech to maintain lease agreements with all of the affected
landowners for decades or centuries. It would also cause long-term access restrictions to lands occupied by
ISR wellfields, access roads, and processing facilities. Section 12.5 of the Draft Cumulative Effects Analysis
describes how added county road maintenance costs would be offset by increased tax revenues for Custer
and Fall River counties; however, extending project-related vehicle traffic for well sampling and equipment
maintenance for decades or centuries during post-restoration groundwater monitoring would add traffic
and road maintenance needs without any tax revenues from uranium production. it would also require
Powertech to maintain financial assurance for decades or centuries encompassing virtually the entire
project (wellfields, processing facilities, pipelines, etc.), which would pose a significant financial hardship
on the company and will likely make the entire project economically infeasible.

Powertech requests the ability to prepare a Closure Plan that will be submitted to EPA for review and
approval following NRC approval of groundwater restoration in the first wellfield. The Closure Plan will be
updated or a new Closure Plan prepared for each subsequent wellfield. The Closure Plan will document
groundwater restoration efforts, stability monitoring results, and NRC correspondence during the approval
process. This would include documentation of NRC staff’s rigorous review process for any ACLs to
determine that the ACL does not pose a potential hazard to human health or the environment. As
described in Appendix B of the NRC SEIS, this review process includes three risk assessments: 1} a hazard
assessment to evaluate the radiological dose and toxicity of the constituents in question and the risk to
human health and the environment; 2} an exposure assessment to examine the existing distribution of
hazardous constituents, potential sources for future releases and potential consequences associated with
the human and environmental exposure to the hazardous constituents; and 3} a corrective action
assessment to identify the preferred corrective action to achieve the hazardous constituent concentration
that is protective of human health and the environment (Exhibit 008 at p. B-1).

Following the completion of each major wellfield area (i.e., the Dewey area or the Burdock area), the
Closure Plan will be updated to include an integrated hydrologic and reactive transport (geochemical)
model encompassing all restored wellfields in that area. The model will evaluate the geochemical stability
of the production zone and the possibility of release of constituents from the restored production zone to
the aquifer exemption boundary. Geochemical modeling using site-specific data would be far superior to
post-restoration groundwater monitoring to demonstrate that there will be no threats to human health or
the environment at the aquifer exemption boundary. Following are specific advantages to the requested
modeling approach:

1) Geochemical modeling is the state of the art approach to demonstrate that there will be no detrimental
impacts at the aquifer exemption boundary as part of the ACL application process to NRC for NRC-licensed
ISR facilities. This is supported by the following statements by EPA in the previously proposed but
discarded 40 CFR part 192 rulemaking:

a. “Geochemical modeling can provide a defensible demonstration of an aquifer’s natural capacity to
maintain stability, which statistics alone cannot provide.” {Exhibit 007 at p. 4172)

b. “We believe that modeling ... can provide confidence that a geochemical environment exists to prevent
uranium and other constituents from remobilizing ...” (Exhibit 007 at p. 4177)

ED_0053641_00002543-00225



¢. “Background data are also needed for geochemical modeling of the groundwater in the production zone
and downgradient to support assessments of the natural capacity of the restored production area and
downgradient portion of the exempted aquifer to maintain long-term stability of the restored wellfield.”
(Exhibit 007 at p. 4174)

NRC staff also performed geochemical fate and transport modeling as part of its review of the groundwater
restoration report for the Christensen Ranch Project (now part of the Willow Creek ISR Project) in Wyoming
(Exhibit 020). The fact that NRC staff did not approve restoration as requested by the operator speaks to
the detailed level of review that each ISR wellfield will undergo before receiving NRC approval of successful
groundwater restoration.

2} The Closure Plan will provide the ability to evaluate various scenarios related to restoration activities, as
well as monitoring strategies and remediation options if required. It would not require decades or
centuries to determine whether groundwater restoration efforts are adequate to protect groundwater
quality at the aquifer exemption boundary.

For example, consider the scenario where post-restoration groundwater monitoring is required by EPA and
that monitoring detects a statistically significant increase after 30 years of post-restoration groundwater
monitoring. Based on comment #A-3-1, this would not be an unusual monitoring duration under natural
groundwater flow conditions. It is very likely that it would necessitate restarting groundwater restoration
efforts in that wellfield. Not only would this be a monumental task in terms of restarting equipment
(pumps, pipelines, reverse osmosis units, etc.) that had been idle for decades, but it would necessitate
another 30 years of monitoring to see whether the additional groundwater restoration corrected the issue.
This lag between adjusting the independent variable (groundwater quality within the wellfield) and
determining the resulting change in the dependent variable (down-gradient water quality) makes post-
restoration groundwater monitoring technically infeasible. Instead, geochemical modeling would provide
predictive concentrations of all constituents of concern at the aquifer exemption boundary at the close of
groundwater restoration. This would provide the EPA with the opportunity to review the model and
determine whether groundwater would be adequately protected at the aquifer exemption boundary. This
review would occur within months of the end of groundwater restoration stability monitoring instead of
decades later. If it is determined that additional groundwater restoration efforts are needed or monitoring
is required to verify model assumptions, those could be performed relatively quickly and additional
assessment performed until EPA is satisfied.

3} Geochemical modeling is already required by the Draft Class 1ll Area Permit. Part IV, Section D.1.e
requires “geochemical modeling results demonstrating that no ISR contaminants will cross the down-
gradient aquifer exemption boundary” if column testing does not prove that there will be a sufficient
decrease in ISR contaminant concentrations. Based on the very narrow definition of what would entail
adequate column test results (i.e., no statistically significant increase in the concentration of any
constituent during the second set of tests), it is a virtual certainty that geochemical modeling would be
required under the draft permit conditions. Further, the draft permit condition requires the model to
demonstrate that no ISR contaminants will cross the down-gradient aquifer exemption boundary.
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4) The modeling would be based on site-specific data. This could include a variety of data sources such as
laboratory testing (e.g., batch sorption testing or column testing), field testing (e.g., cross-hole testing) or
other methods. Due to the recent advancements in research technologies, Powertech does not propose to
limit the data collection methods to any one method, but proposes to include site-specific data in the
Closure Plan, which would be provided to EPA for review and approval.
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Ex. 5 Deliberative Process (DP)
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Section 1.1 of EPA Unified Guidance describes how
detection monitoring is used to “assess whether a
hazardous constituent release has occurred,”
whereas compliance/assessment monitoring is used
to “determine whether measured levels meet the
compliance standards.” (from comment A-9-5)
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Proposed Alternate S
Note:

Problem:

A-4-1:

A-4-2:

A-4-3:

ED_0053641_00002543-00237



A-4-4:

A-4-5:

A-4-6:

Proposed Alternate
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Alternate Solution to Establishing Baseline Water Quality for Down-gradient Compliance Boundary Monitoring Wells

As described in Attachment A-3, Powertech has proposed an alternate solution to post-restoration groundwater
monitoring. In the event that this solution is not approved, this proposed alternate discusses proposed revisions
to the establishment of baseline groundwater quality for down-gradient compliance boundary (DGCB)
monitoring wells.

Part IV, Section C and Part IX, Section B.3 of the Draft Class Il Area Permit contain proposed monitoring
requirements to establish and update baseline concentrations in DGCB monitoring wells. Following are specific
technical comments on the proposed permit conditions followed by a proposed alternate solution.

Part IV, Section C.1 and Part IX, Section B.3 of the Draft Class Il Area Permit would require Powertech to collect
quarterly groundwater samples from the DGCB monitoring wells in order to establish initial baseline values
before injection begins in the wellfield. Quarterly sampling prior to operations is inconsistent with NRC license
requirements for other monitoring wells in the same monitoring interval. License Condition 11.3 in NRC license
SUA-1600 requires 